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CERTIFICATE OF CONFORMITY 
 
 
 
 
Issued to: NINGBO AUSTA SOLAR TECH CO., LTD. 
                                    3rd Floor,Building F0005, NO.77, Zhuangxing Road,Jiangbei  

District,Ningbo,Zhejiang, P.R.China 
. 
For the product: Hybrid inverter 
 

Trade name:  
 
Type/Model: AU7KESL-G3, AU7.6KESL-G3, AU8KESL-G3, AU10KESL-G3 
 
Ratings: See Annex 
 
Manufactured by: NINGBO AUSTA SOLAR TECH CO., LTD. 
                                    3rd Floor,Building F0005, NO.77, Zhuangxing Road,Jiangbei  

District,Ningbo,Zhejiang, P.R.China 
 
Factory:                       AUSTA(JIAXING) SOLAR TECH CO., LTD 
Address:                      No. 168, Cuijialu, Haiyan County, Jiaxing City, Zhejiang , P.R., China 
 
Requirements:             Engineering Recommendation G99 Issue 2: 2025 (G99/2:2025) 

(Requirements for Type A Generating Module) 
 
Type of product certification scheme: Type 1a (Type approval) 
 
This Test Certificate is granted on account of an examination by DEKRA, the results of which are laid down 
in a confidential file no. 6266862.50A. 
 
The examination has been carried out on one single specimen of the product. The Attestation does not 
include an assessment of the manufacturer's production. Conformity of this production with the specimen 
tested by DEKRA is not the responsibility of DEKRA. 
 
This Test Certificate expires at the latest on 18 June 2031 or expires upon withdrawal of one of the above 
mentioned standards. 
 
Shanghai, 18 June 2026 Number: 6266862.01COC 
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Model list 

Model 
AU7KESL- 

G3 

AU7.6KESL-

G3 

AU8KESL- 

G3 

AU10KESL-

G3 

PV input ratings 

Max.PV input voltage（V) 500 

MPPT voltage range (V) 150-425 

Max. PV input current(A) 28/28 

Max.Short-circuit current (A) 34/34 

AC ratings (Grid) 

Rated output power (W) 7000 7600 8000 10000 

Max. AC output apparent power 

(VA) 
7700 8360 8800 11000 

Rated AC output current (A) 30.4 33.0 34.8 43.5 

Max.AC output current (A) 33.5 36.3 38.3 47.8 

Rated output voltage (V) L/N/PE  230 

Rated output frequency (Hz) 50 

Adjustable power factor (cosφ) 0.8 leading to 0.8 lagging 

AC output ratings (Backup) 

Rated output voltage (V) L/N/PE  220/230/240 

Frequency range (Hz) 50/60 

Rated output power (W/VA) 7000/7000 7600/7600 8000/8000 10000/10000 

Max. output current (A) 30.4 33.0 34.8 43.5 

Battery ratings 

Battery type Lead-acid or Li-ion 

Battery voltage (V) 40-60 

Max charge/discharge current (A) 170/170 180/180 190/190 210/210 

Environment limit 

Weight (kg) 29 

Ingress protection (IP) rating IP66 

Operating ambient temperature 

range 

-40℃~+60℃, 

de-rating > 

45 ℃ 

-40℃~+60℃, 

de-rating > 

45 ℃ 

-40℃~+60℃, 

de-rating > 

45 ℃ 

-40℃~+60℃, 

de-rating > 

45 ℃ 

Max. operating altitude (m) 3000 

Protective class Class I 

Firmware version Master Dsp: V1.1.3     Slave Dsp: V1.0.0     ARM: V1.1.0  
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Appendix 1: A2-3 Compliance Verification Report –Tests for Type A Inverter Connected Power 

Generating Modules 

1. Operating Range: P 

Tests should be carried with the Power Generating Module operating at Registered Capacity and 

connected to a suitable test supply or grid simulation set. The power supplied by the primary source shall 

be kept stable within ± 5 % of the apparent power value set for the entire duration of each test sequence. 

 

Frequency, voltage and Active Power measurements at the output terminals of the Power Generating 

Module shall be recorded every second. The tests will verify that the Power Generating Module can 

operate within the required ranges for the specified period of time. 

 

The Interface Protection shall be disabled during the tests. 

 

In case of a PV Power Park Module the PV primary source may be replaced by a DC source. 

In case of a full converter Power Park Module (eg wind) the primary source and the prime mover 

Inverter/rectifier may be replaced by a DC source. 

 

Pass or failure of the test should be indicated in the fields below (right hand side), for example with the 

statement “Pass”, “No disconnection occurs”, etc. Graphical evidence is preferred. 

Note that the value of voltage stated in brackets assumes a LV connection. This should be adjusted for 

HV as required. 

Model: AU10KESL-G3 P 

Test 1: 

Measured Voltage 

(V) 

Measured 

Frequency (Hz) 

Measured Power 

(W) 

Measured Power 

factor 

Test Time 

(seconds) 

195.63  47.00  9972.14  0.999  58.4  

Test 2: 

Measured Voltage 

(V) 

Measured 

Frequency (Hz) 

Measured Power 

(W) 

Measured Power 

factor 

Test Time 

(Minutes) 

195.53  47.50  9933.38  0.999  92.7  

Test 3: 

Measured Voltage 

(V) 

Measured 

Frequency (Hz) 

Measured Power 

(W) 

Measured Power 

factor 

Test Time 

(Minutes) 
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253.20  51.50  10009.22  0.999  92.8  

Test 4: 

Measured Voltage 

(V) 

Measured 

Frequency (Hz) 

Measured Power 

(W) 

Measured Power 

factor 

Test Time 

(Minutes) 

253.10  52.00  10007.74  0.999  15.7  

Test 5: 

Measured Voltage 

(V) 

Measured 

Frequency (Hz) 

Measured Power 

(W) 

Measured Power 

factor 

Test Time 

(Minutes) 

230.11  50.00  10016.58  0.999  92.9  

Test 6: 

Measured Voltage 

(V) 
Ramp range  

Test frequency 

ramp 
Test Duration Confirm no trip 

194.98 47.0 Hz to 52.0 Hz +1.0 Hzs-1 5.0 No trip 

253.10 52.0 Hz to 49.0 Hz -1.0 Hzs-1 3.0 No trip 

 

2. Power Quality – Harmonics: P 

For Power Generating Modules of Registered Capacity of less than 75 A per phase (ie 50 kW) the test 

requirements are specified in Annex A.7.1.5. These tests should be carried out as specified in BS EN 

61000-3-12, and measurements for the 2nd – 13th harmonics should be provided. The results need to 

comply with the limits of Table 2 of BS EN 61000-3-12 for single phase equipment and Table 3 of BS EN 

610000-3-12 for three phase equipment. For three phase Power Generating Modules, measurements for 

all phases should be provided. 

 

For Power Generating Modules of Registered Capacity of greater than 75 A per phase (ie 50 kW) the 

installation must be designed in accordance with EREC G5. 

 

The rating of the Power Generating Module (per phase) should be provided below, and the Total 

Harmonic Distortion (THD) and Partial Weighted Harmonic Distortion (PWHD) should be provided at the 

bottom of this section. 

Model: AU10KESL-G3 

Power Generating Module tested to BS EN 61000-3-12 

Power Generating Module rating per phase 

(rpp) 

10 kVA Harmonic % = 

Measured Value (A) x 



Annex 
   
Document no. : 6266862.01COC 

 

Page 5 of 20  

 

 

23/rating per phase 

(kVA) 

Single or three phase measurements (for 

single phase measurements, only complete 

L1 columns below) 

Single phase 

Harmonic 
At 45-55% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.035  - - 0.08  - - 8% 8% 

3 0.103  - - 0.24  - - 21.6% Not stated 

4 0.007  - - 0.02  - - 4% 4% 

5 0.031  - - 0.07  - - 10.7% 10.7% 

6 0.015  - - 0.03  - - 2.67% 2.67% 

7 0.024  - - 0.06  - - 7.2% 7.2% 

8 0.009  - - 0.02  - - 2% 2% 

9 0.163  - - 0.37  - - 3.8% Not stated 

10 0.010  - - 0.02  - - 1.6% 1.6% 

11 0.022  - - 0.05  - - 3.1% 3.1% 

12 0.007  - - 0.02  - - 1.33% 1.33% 

13 0.017  - - 0.04  - - 2% 2% 

THD - - - 0.47  - - 23% 13% 

PWHD - - - 2.47 - - 23% 22% 

Harmonic 
At 100% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.040  - - 0.09  - - 8% 8% 

3 0.165  - - 0.38  - - 21.6% Not stated 

4 0.020  - - 0.04  - - 4% 4% 

5 0.024  - - 0.05  - - 10.7% 10.7% 

6 0.020  - - 0.05  - - 2.67% 2.67% 

7 0.034  - - 0.08  - - 7.2% 7.2% 

8 0.006  - - 0.01  - - 2% 2% 
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9 0.016  - - 0.04  - - 3.8% Not stated 

10 0.007  - - 0.02  - - 1.6% 1.6% 

11 0.015  - - 0.03  - - 3.1% 3.1% 

12 0.006  - - 0.01  - - 1.33% 1.33% 

13 0.014  - - 0.03  - - 2% 2% 

THD - - - 0.41 - - 23% 13% 

PWHD - - - 2.95 - - 23% 22% 

 

Model: AU7KESL-G3 

Power Generating Module tested to BS EN 61000-3-12 

Power Generating Module rating per phase 

(rpp) 

7.0 kVA Harmonic % = 

Measured Value (A) x 

23/rating per phase 

(kVA) 

Single or three phase measurements (for 

single phase measurements, only complete 

L1 columns below) 

Single phase 

Harmonic 
At 45-55% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.040  - - 0.13  - - 8% 8% 

3 0.154  - - 0.51  - - 21.6% Not stated 

4 0.013  - - 0.04  - - 4% 4% 

5 0.028  - - 0.09  - - 10.7% 10.7% 

6 0.015  - - 0.05  - - 2.67% 2.67% 

7 0.026  - - 0.09  - - 7.2% 7.2% 

8 0.009  - - 0.03  - - 2% 2% 

9 0.019  - - 0.06  - - 3.8% Not stated 

10 0.004  - - 0.01  - - 1.6% 1.6% 

11 0.017  - - 0.05  - - 3.1% 3.1% 

12 0.007  - - 0.02  - - 1.33% 1.33% 

13 0.012  - - 0.04  - - 2% 2% 
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THD - - - 0.55   23% 13% 

PWHD - - - 4.29   23% 22% 

Harmonic 
At 100% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.017  - - 0.06  - - 8% 8% 

3 0.124  - - 0.41  - - 21.6% Not stated 

4 0.013  - - 0.04  - - 4% 4% 

5 0.016  - - 0.05  - - 10.7% 10.7% 

6 0.007  - - 0.02  - - 2.67% 2.67% 

7 0.016  - - 0.05  - - 7.2% 7.2% 

8 0.007  - - 0.02  - - 2% 2% 

9 0.186  - - 0.61  - - 3.8% Not stated 

10 0.004  - - 0.01  - - 1.6% 1.6% 

11 0.014  - - 0.05  - - 3.1% 3.1% 

12 0.003  - - 0.01  - - 1.33% 1.33% 

13 0.065  - - 0.21  - - 2% 2% 

THD - - - 0.77 - - 23% 13% 

PWHD - - - 2.98 - - 23% 22% 

Note： 

THD = Total Harmonic Distortion of 1st ~ 13th harmonics  

PWHD = Partial Weighted Harmonic Distortion of 14th ~ 40th harmonics 

 

3. Power Quality – Voltage fluctuations and Flicker:  P 

For Power Generating Modules of Registered Capacity of less than 75 A per phase (ie 50 kW) these 

tests should be undertaken in accordance with Annex A.7.1.4.3. Results should be normalised to a 

standard source impedance, or if this results in figures above the limits set in BS EN 61000-3-11 to a 

suitable Maximum Impedance. 

For Power Generating Modules of Registered Capacity of greater than 75 A per phase (ie 50 kW) the 

installation must be designed in accordance with EREC P28. 

The standard test impedance is 0.4 Ω for a single phase Power Generating Module (and for a two phase 

unit in a three phase system) and 0.24 Ω for a three phase Power Generating Module (and for a two 

phase unit in a split phase system). Please ensure that both test and standard impedance are completed 
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on this form. If the test impedance (or the measured impedance) is different to the standard impedance, it 

must be normalised to the standard impedance as follows (where the Power Factor of the generation 

output is 0.98 or above): 

d max normalised value = (Standard impedance / Measured impedance) x Measured value. 

Where the Power Factor of the output is under 0.98 then the X to R ratio of the test impedance should be 

close to that of the standard impedance. 

The stopping test should be a trip from full load operation. 

The duration of these tests needs to comply with the particular requirements set out in the testing notes for 

the technology under test. 

The test date and location must be declared. 

Model: AU10KESL-G3 

Test start date 2026-06-08 Test end date 2026-06-08 

Test location No.16, Lane 1288, Luoning Road, Baoshan District, Shanghai, 200949, China 

 Starting Stopping Running 

 d(max) d(c) d(t) d(max) d(c) d(t) Pst 
Plt  

2 hours 

Measured 

Values at 

test 

impedance 

0.51% 0.07% 0.00% 0.46% 0.06% 0.00% 0.14 0.13 

Normalised 

to standard 

impedance  

0.51% 0.07% 0.00% 0.46% 0.06% 0.00% 0.14  0.13 

Normalised 

to required 

maximum 

impedance 

N/A N/A N/A N/A N/A N/A N/A N/A 

Limits set 

under BS 

EN 61000-

3-11 

4% 3.3% 3.3% 4% 3.3% 3.3% 1.0 0.65 

 

Test 

Impedance 
R 0.4 Ω Xl 0.25 Ω 



Annex 
   
Document no. : 6266862.01COC 

 

Page 9 of 20  

 

 

Standard 

Impedance 
R 

0.24 * 

0.4 ^ 
Ω Xl 

0.15 * 

0.25 ^ 
Ω 

Maximum 

Impedance 
R N/A Ω Xl N/A Ω 

 

Model: AU7KESL-G3 

Test start date 2026-06-08 Test end date 2026-06-08 

Test location No.16, Lane 1288, Luoning Road, Baoshan District, Shanghai, 200949, China 

 Starting Stopping Running 

 d(max) d(c) d(t) d(max) d(c) d(t) Pst 
Plt  

2 hours 

Measured 

Values at 

test 

impedance 

0.39% 0.07% 0.00% 0.43% 0.14% 0.00% 0.14 0.13 

Normalised 

to standard 

impedance  

0.39% 0.07% 0.00% 0.43% 0.14% 0.00% 0.14 0.13 

Normalised 

to required 

maximum 

impedance 

N/A N/A N/A N/A N/A N/A N/A N/A 

Limits set 

under BS 

EN 61000-

3-11 

4% 3.3% 3.3% 4% 3.3% 3.3% 1.0 0.65 

 

Test 

Impedance 
R 0.4 Ω Xl 0.25 Ω 

Standard 

Impedance 
R 

0.24 * 

0.4 ^ 
Ω Xl 

0.15 * 

0.25 ^ 
Ω 

Maximum 

Impedance 
R N/A Ω Xl N/A Ω 

* Applies to three phase and split single phase Power Generating Modules. 
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^ Applies to single phase Power Generating Module and Power Generating Modules using two phases 

on a three phase system. Delete as appropriate. 

 

4. Power quality – DC injection: P 

The tests should be carried out on a single Generating Unit. Tests are to be carried out at three defined 

power levels ±5%. At 230 V a 50 kW three phase Inverter has a current output of 217 A so DC limit is 543 

mA. These tests should be undertaken in accordance with Annex A.7.1.4.4. 

The % DC injection (“as % of rated AC current” below) is calculated as follows: 

 

% DC injection = Recorded DC value in Amps / Base current 

 

where the base current is the Registered Capacity (W) / Vphase. The % DC injection should not be 

greater than 0.25%. 

Model: AU10KESL-G3 

Test power level 10% 55% 100% 

Recorded DC injection 

value in Amps 
0.026  0.026  0.016  

as % of rated AC current 0.059% 0.060% 0.038% 

Limit 0.25% 0.25% 0.25% 

 

Model: AU7KESL-G3 

Test power level 10% 55% 100% 

Recorded DC injection 

value in Amps 
0.019  0.024  0.021  

as % of rated AC current 0.061% 0.079% 0.070% 

Limit 0.25% 0.25% 0.25% 

 

5. Power Factor: P 

The tests should be carried out on a single Power Generating Module. Tests are to be carried out at 

three voltage levels and at Registered Capacity and the measured Power Factor must be greater than 

0.95 to pass. Voltage to be maintained within ±1.5% of the stated level during the test. These tests should 

be undertaken in accordance with Annex A.7.1.4.2 
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Note that the value of voltage stated in brackets assumes a LV connection. This should be adjusted for 

HV as required. 

Model: AU10KESL-G3 

Voltage 0.94 pu (216.2 V) 1 pu (230 V) 1.1 pu (253 V) 

Measured value 0.999  0.999  1.000  

Power Factor Limit >0.95 >0.95 >0.95 

Model: AU7KESL-G3 

Voltage 0.94 pu (216.2 V) 1 pu (230 V) 1.1 pu (253 V) 

Measured value 0.999  0.998  0.998  

Power Factor Limit >0.95 >0.95 >0.95 

 

6. Protection – Frequency tests:  P 

These tests should be carried out in accordance with the Annex A.7.1.2.3. For trip tests, frequency and 

time delay should be stated. For “no trip tests”, “no trip” can be stated. 

Model: AU10KESL-G3 

Function Setting Trip test “No trip tests” 

 Frequency Time delay Frequency Time delay 
Frequency 

/time 

Confirm no 

trip 

U/F stage 1 47.5 Hz 20 s 47.50 Hz 20.83 s 
47.7 Hz 

30 s 
No trip 

U/F stage 2 47.0 Hz 0.5 s 47.00 Hz 0.57 s 
47.2 Hz 

19.5 s 
No trip 

     
46.8 Hz  

0.45 s 
No trip 

O/F 52.0Hz 0.5 s 52.00 Hz 0.58 s 
51.8 Hz  

120 s 
No trip 

     
52.2 Hz 

0.45 s 
No trip 

Note: For frequency trip tests the frequency required to trip is the setting ± 0.1 Hz. In order to measure the 

time delay a larger deviation than the minimum required to operate the projection can be used. The “No 
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trip tests” need to be carried out at the setting ± 0.2 Hz and for the relevant times as shown in the table 

above to ensure that the protection will not trip in error. 

 

7. Protection – Voltage tests: P 

These tests should be carried out in accordance with Annex A.7.1.2.2. For trip tests, voltage and time 

delay should be stated. For “no trip tests”, “no trip” can be stated. 

Note that the value of voltage stated below assumes a LV connection This should be adjusted for HV 

taking account of the VT ratio as required. 

Model: AU10KESL-G3 

L1-N 

Function Setting Trip test “No trip tests” 

 Voltage Time delay Voltage Time delay Voltage /time Confirm no trip 

U/V  
0.8 pu  

(184 V) 
2.5 s 184.02 V 2.52 s 

188 V 

5.0 s 
No trip 

     
180 V 

2.45 s 
No trip 

O/V stage 1 
1.14 pu  

(262.2 V) 
1.0 s 262.11 V 1.13 s 

258.2 V 

5.0 s 
No trip 

O/V stage 2 
1.19 pu  

(273.7 V) 
0.5 s 273.76 V 0.55 s 

269.7 V 

0.95 s 
No trip 

     
277.7 V 

0.45 s 
No trip 

Note: for Voltage tests the Voltage required to trip is the setting ±3.45 V. The time delay can be measured 

at a larger deviation than the minimum required to operate the protection.  The No trip tests need to be 

carried out at the setting ±4 V and for the relevant times as shown in the table above to ensure that the 

protection will not trip in error. 

 

8. Protection – Loss of Mains test: P 

These tests should be carried out in accordance with BS EN 62116. Annex A.7.1.2.4. 
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For test condition A, EUT output = 100 % Pn, test condition B, EUT output = 50 % to 66 % Pn, and test 

condition C, EUT output = 25 % to 33 % Pn. 

Model: AU10KESL-G3 

The following sub set of tests should be recorded in the following table. 

Test Power 

and 

imbalance 

33% 

-5% Q 

Test 22 

66% 

-5% Q 

Test 12 

100% 

-5% P 

Test 5 

33% 

+5% Q 

Test 31 

66% 

+5% Q 

Test 21 

100% 

+5% P 

Test 10 

Trip time. 

Limit is 0.5s 
134.0 ms  157.0 ms 260.9 ms 123.0 ms 162.0 ms 231.9 ms 

 

Loss of Mains Protection, Vector Shift Stability test P 

This test should be carried out in accordance with Annex A.7.1.2.6. Confirmation is required that the 

Power Generating Module does not trip under positive / negative vector shift. 

Model: AU10KESL-G3 

 Start Frequency Change Confirm no trip 

Positive Vector Shift 49.5 Hz +50 degrees No trip 

Negative Vector Shift 50.5 Hz - 50 degrees No trip 

Positive Vector Shift 

 

Loss of Mains Protection, RoCoF Stability test: P 

This test should be carried out in accordance with Annex A.7.1.2.6. Confirmation is required that the 

Power Generating Module does not trip for the duration of the ramp up and ramp down test. 

Model: AU10KESL-G3 

Ramp range Test frequency ramp: Test Duration Confirm no trip 

49.0 Hz to 51.0 Hz +0.95 Hzs-1 2.1 s No trip 

51.0 Hz to 49.0 Hz -0.95 Hzs-1 2.1 s No trip 

 

9-1. Limited Frequency Sensitive Mode – Over frequency test P 

The test should be carried out using the specific threshold frequency of 50.4 Hz and Droop of 10%.  

This test should be carried out in accordance with A.7.1.3, which also contains the measurement 

tolerances. 
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Active Power response to rising frequency/time plots are attached if frequency injection tests 

are undertaken in accordance with Annex A.7.2.4 
N/A 

Model: AU10KESL-G3 

Alternatively, simulation results should be noted below: 

Test sequence at 

Registered Capacity 

>80% 

Measured 

Active 

Power 

Output (W) 

Frequency 

(Hz) 

Calculated 

droop (%) 

Primary Power 

Source 

Active 

Power 

Gradient 

(%Pas-1) 

Step a) 50.00 Hz ±0.01 Hz 9988.47  50.00  - 

Photovoltaic 

array simulator 

- 

Step b) 50.45 Hz ±0.05 Hz 9891.73  50.45  10.38  - 

Step c) 50.70 Hz ±0.10 Hz 9398.26  50.70  10.17  - 

Step d) 51.15 Hz ±0.05 Hz 8500.11  51.15  10.08  - 

Step e) 50.70 Hz ±0.10 Hz 9397.86  50.70  10.16  - 

Step f) 50.45 Hz ±0.05 Hz 9896.55  50.45  10.92  - 

Step g) 50.00 Hz ±0.01 Hz 9985.39  50.00  11.30  
0.03%Pn/S-

1 

Test sequence at 

Registered Capacity 40-

60% 

Measured 

Active 

Power 

Output (W) 

Frequency 

(Hz) 

Calculated 

droop (%) 

Primary Power 

Source 

Active 

Power 

Gradient 

(%Pas-1) 

Step a) 50.00 Hz ±0.01 Hz 5001.15  50.00  - 

Photovoltaic 

array simulator 

- 

Step b) 50.45 Hz ±0.05 Hz 4907.83  50.45  10.75  - 

Step c) 50.70 Hz ±0.10 Hz 4407.37  50.70  10.11  - 

Step d) 51.15 Hz ±0.05 Hz 3508.73  51.15  10.05  - 

Step e) 50.70 Hz ±0.10 Hz 4405.26  50.70  10.07  - 

Step f) 50.45 Hz ±0.05 Hz 4908.70  50.45  10.85   

Step g) 50.00 Hz ±0.01 Hz 5001.25  50.00  10.84  
0.03%Pn/S-

1 

The frequency at each step should be maintained for at least one minute and the Active Power reduction 

in the form of a gradient determined and assessed for compliance with paragraph 11.2.3. The Droop 

should be determined from the measurements between 50.4 Hz and 51.15 Hz. The allowed tolerance for 

the frequency measurement shall be ± 0.05 Hz. The allowed tolerance for Active Power output 

measurement shall be ±10% of the required change in Active Power.  
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The resulting overall tolerance range for a nominal 10% Droop is +2.8% and – 1.5%, ie a Droop less than 

12.8% and greater than 8.5%. 

 

9-2. Power output with falling frequency test (For PV Inverter)  P 

Tests should prove that the Power Generating Module does not reduce output power as the frequency 

falls. These tests should be carried out in accordance with 11.2.3.1, 12.2.3.1, 13.2.3.1. 

Model: AU10KESL-G3 

Test sequence 
Measured Active 

Power Output (W) 

Acceptable Active 

Power 

Frequency 

(Hz) 

Primary power 

source 

50.5 Hz for 5 minutes 10036.92  
100% Registered 

Capacity 
50.50  

Photovoltaic 

array simulator 

50.0 Hz for 5 minutes 10026.84  
100% Registered 

Capacity 
50.00  

Photovoltaic 

array simulator 

49.5 Hz for 5 minutes 10028.27  
100% Registered 

Capacity 
49.50  

Photovoltaic 

array simulator 

49.0 Hz for 5 minutes 10025.11  
99% Registered 

Capacity 
49.00  

Photovoltaic 

array simulator 

48.0 Hz for 5 minutes 10016.57  
97% Registered 

Capacity 
48.00  

Photovoltaic 

array simulator 

47.6 Hz for 5 minutes 10024.64  
96.2% Registered 

Capacity 
47.60  

Photovoltaic 

array simulator 

47.1 Hz for 20 s 10029.97  
95% Registered 

Capacity 
47.10  

Photovoltaic 

array simulator 

 

9-3. Power output with falling frequency test (For Electricity Storage Device)  

9-4. Power output with increasing frequency test (For Electricity Storage Device) 
P 

This test should be carried out in accordance with clause 11.2.3.3, 12.2.3.3, 13.2.3.2 and A.7.1.7 

Model: AU10KESL-G3 

Test 1: 50 Hz to 49.0 Hz, from 100% Prated-import 

Test sequence 

(Hz) 

Measured Active 

Power Output (W) 

Steady frequency 

(Hz) 

Calculated droop 

(%) 

Primary power 

source 

50.0 -9996.76  50.00  -- 
AC grid / Storage 

Battery 

49.5 -9997.05  49.50  -- 
AC grid / Storage 

Battery 
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49.2 -4000.67  49.20  1.00  
AC grid / Storage 

Battery 

49.0 10.61  49.00  1.00  
AC grid / Storage 

Battery 

49.2 10.62  49.20  -- 
AC grid / Storage 

Battery 

49.5 10.62  49.50  -- 
AC grid / Storage 

Battery 

49.8 -5999.48  49.80  1.00  
AC grid / Storage 

Battery 

50.0 -9996.55  50.00  1.00  
AC grid / Storage 

Battery 

Test 2: 50 Hz to 48.8 Hz, from 100% Prated-import 

Test sequence 

(Hz) 

Measured Active 

Power Output (W) 

Steady frequency 

(Hz) 

Calculated droop 

(%) 

Primary power 

source 

50.0 -9999.52  50.00  -- 
AC grid / Storage 

Battery 

49.5 -9995.54  49.50  -- 
AC grid / Storage 

Battery 

49.2 -4001.30  49.20  1.00  
AC grid / Storage 

Battery 

49.0 10.63  49.00  1.00  
AC grid / Storage 

Battery 

48.9 1999.80  48.90  1.00  
AC grid / Storage 

Battery 

48.8 4001.33  48.80  1.00  
AC grid / Storage 

Battery 

48.9 4001.44  48.90  -- 
AC grid / Storage 

Battery 

49.2 4001.26  49.20  -- 
AC grid / Storage 

Battery 

49.5 4001.25  49.50  -- 
AC grid / Storage 

Battery 

49.8 -1999.64  49.80  1.00  
AC grid / Storage 

Battery 
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50.0 -6004.77  50.00  1.00  
AC grid / Storage 

Battery 

Test 3: 50 Hz to 49.0 Hz, from 40% Prated-import 

Test sequence 

(Hz) 

Measured Active 

Power Output (W) 

Steady frequency 

(Hz) 

Calculated droop 

(%) 

Primary power 

source 

50.0 -4001.20  50.00  -- 
AC grid / Storage 

Battery 

49.5 -4001.02  49.50  -- 
AC grid / Storage 

Battery 

49.2 2004.77  49.20  1.00  
AC grid / Storage 

Battery 

49.0 5995.78  49.00  1.00  
AC grid / Storage 

Battery 

49.2 5999.85  49.20  -- 
AC grid / Storage 

Battery 

49.5 5999.40  49.50  -- 
AC grid / Storage 

Battery 

49.8 9.59  49.80  1.00  
AC grid / Storage 

Battery 

50.0 -4000.60  50.00  1.00  
AC grid / Storage 

Battery 

Test 4: 50 Hz to 48.8 Hz, from 40% Prated-import 

Test sequence 

(Hz) 

Measured Active 

Power Output (W) 

Steady frequency 

(Hz) 

Calculated droop 

(%) 

Primary power 

source 

50.0 -4000.99  50.00  -- 
AC grid / Storage 

Battery 

49.5 -4001.10  49.50  -- 
AC grid / Storage 

Battery 

49.2 2004.79  49.20  1.00  
AC grid / Storage 

Battery 

49.0 5999.08  49.00  1.00  
AC grid / Storage 

Battery 

48.9 7999.09  48.90  1.00  
AC grid / Storage 

Battery 

48.8 9999.91  48.80  1.00  
AC grid / Storage 

Battery 
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48.9 10000.27  48.90  -- 
AC grid / Storage 

Battery 

49.2 10001.07  49.20  -- 
AC grid / Storage 

Battery 

49.5 10001.54  49.50  -- 
AC grid / Storage 

Battery 

49.8 4001.24  49.80  1.00  
AC grid / Storage 

Battery 

50.0 9.52  50.00  1.00  
AC grid / Storage 

Battery 

NOTE:  

This paragraph provides a method for demonstrating compliance with the optional performance 

characteristic as discussed in the foreword. The tests shall be carried out to demonstrate how the Power 

Park Module Active Power when acting as a load (ie replenishing its energy store) responds to changes 

in system frequency. 

In general four tests are proposed, one set of two at rated import capacity, and one set of two at 40% of 

rated import capacity. 

In both cases the test is to reduce frequency from 50 Hz at rate of 2 Hz/s. In the first case the lower 

frequency reached will be 49.0 Hz and the second case the lower frequency will be 48.8 Hz. 

In all cases the response shall meet the requirements of 11.2.3.3.  

When returning the frequency to nominal, the ramp rate shall be of the order of 0.1 Hzs-1. 

Where an Electricity Storage Power Generating Module was importing before the fall in frequency and has 

responded in accordance with the requirements of 11.2.3.3.1, its performance, once the system frequency 

starts to rise above the minimum reached, shall be in accordance with Figure 11.3 in respect of the Active 

Power output and Active Power import. For example, Figure 11.3, illustrates the four operating points W, 

X, Y and Z. If points W, X, 

Where an Electricity Storage Power Generating Module is exporting Active Power (including zero) to 

the Total System and the system frequency falls below 49.5 Hz the requirements of 11.2.3.3.1 and 

11.2.3.3.2 shall apply. 

 

10. Protection – Re-connection timer. P 

Model: AU10KESL-G3 

Test should prove that the reconnection sequence starts after a minimum delay of 20 s for restoration of 

voltage and frequency to within the stage 1 settings of Table 10.1. 
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Time delay 

setting 

Measured 

delay 

Checks on no reconnection when voltage or frequency is brought to 

just outside stage 1 limits of Table 10.1. 

30 s 70.0 s 
At 1.16 pu 

(266.2 V)  

At 0.78 pu 

(180.0 V) 
At 47.4 Hz At 52.1 Hz 

Confirmation that the Micro-

generator does not re-connect. 

No 

reconnection 

No 

reconnection 

No 

reconnection 

No 

reconnection 

Recover to normal operation 

range after confirmation of no 

connection 

Yes Yes Yes Yes 

Confirmation that the Power 

Generating Module shall 

reconnect 

Reconnection 

after 93.6 s  

Reconnection 

after 105.6 s  

Reconnection 

after 82.4 s  

Reconnection 

after 70.0 s  

 

11. Fault level contribution: P 

These tests shall be carried out in accordance with EREC G99 Annex A.7.1.5. Please complete each 

entry, even if the contribution to the fault level is zero. 

Model: AU10KESL-G3 

For Inverter output 

Time after fault Volts Amps 

20ms 51.88 50.27 

100ms 47.86 41.67 

250ms 48.00 40.30 

500ms 47.47 30.24 

Time to trip 0.520 In seconds 

 

12. Self-Monitoring solid state switching: No specified test requirements. Refer to Annex A.7.1.6. 

It has been verified that in the event of the solid state switching device failing to 

disconnect the Power Park Module, the voltage on the output side of the switching 

device is reduced to a value below 50 volts within 0.5 s. 

N/A 

13. Wiring functional tests: If required by para 15.2.1. 
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Confirm that the relevant test schedule is attached (tests to be undertaken at time of 

commissioning) 
N/A 

14. Logic interface (input port). 

Confirm that an input port is provided and can be used to shut down the module. Yes 

Logic interface marked ‘COM’ on inverter, the logic interface will take the form of a simple binary output 

that can be operated by a simple switch or contactor. When the switch is open the inverter can operate 

normally. When the switch is closed, the inverter will reduce its output voltage to below 30V within 30s. 

Provide high level description of logic interface, e.g. details in 11.1.3.1 such as AC or 

DC signal (the additional comments box below can be used) 
Yes 

15. Cyber security 

Confirm that the Power Generating Module has been designed to comply with cyber 

security requirements, as detailed in 9.1.7. 

Yes 

Manufacturer’s 

declaration 

provided 

Additional comments. 

An external emergency stop switch is required. The pins 6 and 7 need to be connected to the normally 
open contacts of the emergency switch. When the switch is turned on,the power generation module will 
reduce its active power to zero immediately. 

 

 

---End--- 
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Test Report issued under the responsibility of: 
 
 

 

TEST REPORT 
 Engineering Recommendation G99/2 

Requirements for the connection of generation equipment in parallel with public 
distribution networks on or after 27 April 2019 

Report  

Report Number. ................................ : 6266862.50A 

Date of issue ..................................... : 2026-06-12 

Total number of pages ..................... : 116 pages 

 

Testing Laboratory ......................... : DEKRA Testing and Certification (Shanghai) Ltd. 

Address ............................................ : No. 250 Jiangchangsan Road, Building 16 Headquarter Economy 
Park, Shibei Hi-Tech Park, Jing’an District, Shanghai 200436, P.R. 
China 

Applicant’s name ............................ : NINGBO AUSTA SOLAR TECH CO., LTD. 

Address ............................................ : 3rd Floor,Building F0005, NO.77, Zhuangxing Road,Jiangbei 
District,Ningbo,Zhejiang, P.R.China 

Test specification:  

Standard ........................................... : Engineering Recommendation G99 Issue 2: 2025 (G99/2:2025) 
(Requirements for Type A Generating Module) 

Test procedure ................................. : Type test 

Non-standard test method…………..: N/A 

Test Report Form No. ..................... : G99/2_V1.0 

Test Report Form(s) Originator ........ : DEKRA Testing and Certification (Suzhou) Co., Ltd. 

Master TRF ....................................... : Dated 2025-10 

Test item description ..................... : Hybrid inverter 

Trade Mark ....................................... : 
 

Manufacturer .................................... : Same as applicant 

Model/Type reference ...................... : AU7KESL-G3, AU7.6KESL-G3, AU8KESL-G3, AU10KESL-G3 

Ratings ............................................. : See product marking plate from page 4 to 7 and ratings of the test 
products on page 11. 
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Responsible Testing Laboratory (as applicable), testing procedure and testing location(s):  

 Testing Laboratory: DEKRA Testing and Certification (Shanghai) Ltd. 

Testing location/ address ............................ : No.16, Lane 1288, Luoning Road, Baoshan District, 
Shanghai, 200949, China 

Tested by (name, function, signature) ....... : Mia Wang 
(ENG) 

 

Approved by (name, function, signature) .. : Jiayi Lu 
(REW) 

 

 

 Testing procedure: TMP/CTF Stage 1:  

Testing location/ address ............................ :  

Tested by (name, function, signature) ....... :   

Approved by (name, function, signature) .. :   

 

 Testing procedure: WMT/CTF Stage 2:  

Testing location/ address ............................ :  

Tested by (name + signature) ...................... :   

Witnessed by (name, function, signature) . :   

Approved by (name, function, signature) .. :   

 

 Testing procedure:  
SMT/CTF Stage 3 or 4: 

 

Testing location/ address ............................ :  

Tested by (name, function, signature) ....... :   

Witnessed by (name, function, signature) . :   

Approved by (name, function, signature) .. :   

Supervised by (name, function, signature) :   
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List of Attachments (including a total number of pages in each attachment): 

Appendix 1: A2-3 Compliance Verification Report –Tests for Type A Inverter Connected Power Generating 
Modules (40 pages) 

Appendix 2: Photo Documentation (4 pages) 

Summary of testing: 

Tests performed (name of test and test clause): 

Full applicable clauses test according to standards: 

Engineering Recommendation G99 Issue 2: 2025 

Testing location: 

DEKRA Testing and Certification (Shanghai) Ltd. 

No.16, Lane 1288, Luoning Road, Baoshan District, 
Shanghai, 200949, China 
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Copy of marking plate: 

"The artwork below may be only a draft. The use of certification marks on a product must be authorized by 
the respective certification body' s that own these marks”. 
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As Great Britain public Low Voltage Distribution Networks grid code G99 required, only 230 Vac (phase to 
neutral conductor voltage) / 50Hz output setting was verified in this test report. 
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Test item particulars:  

Equipment mobility ....................................................... : movable  hand-held  stationary 
fixed  transportable  for building-in 

Connection to the mains ............................................... : pluggable equipment  direct plug-in 
permanent connection  for building-in 

Environmental category ................................................ : outdoor  indoor  indoor 
  unconditional  conditional 

Over voltage category Mains ........................................ :  OVC I  OVC II  OVC III   OVC IV 

Over voltage category PV ............................................ :  OVC I  OVC II   OVC III  OVC IV 

Mains supply tolerance (%) .......................................... : According to the specified supply range 

Tested for power systems ............................................ : TN 

IT testing, phase-phase voltage (V) ............................. : N/A 

Class of equipment ....................................................... : Class I  Class II  Class III 
Not classified 

Mass of equipment (kg) ................................................ : 29 

Pollution degree ............................................................ : Outside PD3; Inside PD2 

IP protection class......................................................... : IP66 

Possible test case verdicts:  

- test case does not apply to the test object ................ : N/A 

- test object does meet the requirement ...................... : P (Pass) 

- test object does not meet the requirement ................ : F (Fail) 

- this clause is information reference for installation .... : Info. 

Testing:  

Date of receipt of test item ............................................ : 2026-5-20 (samples provided by applicant) 

Date (s) of performance of tests ................................... : 2026-5-20 to 2026-6-12 

General remarks: 
The test results presented in this report relate only to the object tested. 
This report shall not be reproduced, except in full, without the written approval of the Issuing testing 
laboratory. 
The information provided by the customer in this report may affect the validity of the results, the test lab is not 
responsible for it. 
This report is not used for social proof function in China market. 
"(see Enclosure #)" refers to additional information appended to the report. 
"(see appended table)" refers to a table appended to the report. 
Throughout this report a  comma /  point is used as the decimal separator. 

Use of uncertainty of measurement for decisions on conformity (decision rule): 

No decision rule is specified by this standard, when comparing the measurement result with the applicable 
limit according to the specification in that standard. The decisions on conformity are made without applying 
the measurement uncertainty (“simple acceptance” decision rule, previously known as “accuracy method”). 

Name and address of factory (ies): 
AUSTA(JIAXING) SOLAR TECH CO., LTD.  
No. 168, Cuijialu, Haiyan County, Jiaxing City, Zhejiang , P.R., China 
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General product information: 

1. The equipment covered by this report are single phase nonisolated type Hybrid Inverter which will be 
installed and connected to the grid network or standalone. The equipment shall be fixed to suitable manner 
as specified in the installation instruction.  

2. The EUTs contains filters for smoothing the output voltage and for EMC, switching and control circuits. 
Electronic circuits are mounted on a number of PCBs interconnected by appropriate connectors and wires. 
Power board including electronics components is mounted on the grounded heat sink by metal screw and 
spring washe.  

3. Electronics components of EUT are mounted on a number of PCBs interconnected by appropriate 
connectors and wires. Power board including electronics components is mounted on the metal case which 
earthing by metal screw and spring washer.  

4. For all models the PV input combiner 2 string MPPT tracers, each MPPT tracer including 1 pair of PV 
input terminals. DC battery terminals connected to Battery. AC output direct connected to grid or load and 
protective Earthing are provided by dedicated earthing terminals. Grid is protected combination with a two 
series of relays as redundant build for ensure the inverter can independent disconnected from gird while a 
relay was fault.  

5. During fault condition defined in this standard, after the DSP (Digital Signal Processor) receives the 
abnormal signal from the relevant protective detection circuit, the relays will operate to disconnect the DC 
active lines from grid automatically.  

6. The master DSP and slaver MCU have capacity independently to disconnect from gird, when any grid 
fault had happened.  

7. The maximum ambient temperature permitted by the manufacturer’s specification is 60°C and derate the 
output power from 45°C.  

 

Block Diagram 

 

Model difference:  
The models AU7KESL-G3, AU7.6KESL-G3, AU8KESL-G3 are identical to model AU10KESL-G3 in 
hardware and software except for model name and ratings. 

 

The product was tested on: 

Unless otherwise specified, all the tests were performed on model AU10KESL-G3 and also applicable for 
all other models stated in this report. 
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Firmware version 

Hardware version 

ARM:31700000801 
LCD:31700000802 
LLC:31700000803 
Control:31700000804 
Power:31700001001 
I/O:31700001002 

Software version 
Master Dsp: V1.1.3 
Slave Dsp: V1.0.0 
ARM: V1.1.0 
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Ratings of products:  
 

Model list 

Model 
AU7KESL- 

G3 
AU7.6KESL-

G3 
AU8KESL- 

G3 
AU10KESL-

G3 

PV input ratings 

Max.PV input voltage（V) 500 

MPPT voltage range (V) 150-425 

Max. PV input current(A) 28/28 

Max.Short-circuit current (A) 34/34 

AC ratings (Grid) 

Rated output power (W) 7000 7600 8000 10000 

Max. AC output apparent power 
(VA) 

7700 8360 8800 11000 

Rated AC output current (A) 30.4 33.0 34.8 43.5 

Max.AC output current (A) 33.5 36.3 38.3 47.8 

Rated output voltage (V) L/N/PE  230 

Rated output frequency (Hz) 50 

Adjustable power factor (cosφ) 0.8 leading to 0.8 lagging 

AC output ratings (Backup) 

Rated output voltage (V) L/N/PE  220/230/240 

Frequency range (Hz) 50/60 

Rated output power (W/VA) 7000/7000 7600/7600 8000/8000 10000/10000 

Max. output current (A) 30.4 33.0 34.8 43.5 

Battery ratings 

Battery type Lead-acid or Li-ion 

Battery voltage (V) 40-60 

Max charge/discharge current (A) 170/170 180/180 190/190 210/210 

Environment limit 

Weight (kg) 29 

Ingress protection (IP) rating IP66 

Operating ambient temperature 
range 

-40℃~+60℃, 
de-rating > 

45 ℃ 

-40℃~+60℃, 
de-rating > 

45 ℃ 

-40℃~+60℃, 
de-rating > 

45 ℃ 

-40℃~+60℃, 
de-rating > 

45 ℃ 

Max. operating altitude (m) 3000 

Protective class Class I 

Firmware version Master Dsp: V1.1.3     Slave Dsp: V1.0.0     ARM: V1.1.0  
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6 CONNECTION APPLICATION - 

6.1  General - 

6.1.1 This document describes the processes that shall be 
adopted for both connection of a single Power 
Generating Module and installations that comprise of a 
number of Power Generating Modules. 

 Info. 

6.1.2 Type A Power Generating Module(s) ≤ 16A per phase 
and EREC G98 compliant 

Type A Power Generating 
Module(s) > 16A. 

N/A 

6.1.2.1 A connection procedure to facilitate the connection and 
operation of Fully Type Tested Power Generating 
Modules with aggregate Registered Capacity of less than 
or equal to 16 A per phase in parallel with public Low 
Voltage Distribution Network is given in EREC G98 and 
is not considered further in this document. These are 
referred to as micro-generators. 

 N/A 

6.1.3 Power Park Modules  P 

6.1.3.1 Where an installation comprises a single Generating 
Unit, the application process, technical and 
commissioning requirements are based on the 
Registered Capacity of that Generating Unit. Where an 
installation comprises multiple Generating Units the 
application process, technical and commissioning 
requirements will generally be based on the Registered 
Capacity of each Power Park Module, and also on the 
extent to which each Power Park Module is Type Tested. 

 P 

6.1.3.2 Where a new Generating Unit is connected to an existing 
installation the treatment of the addition will depend on 
the EREC under which the existing installation was 
connected. If the existing installation was connected 
under EREC G59 or EREC G83 then the new 
Generating Unit will be treated as a separate Power Park 
Module and managed for compliance with this EREC 
G99 as a separate Power Generating Module. If, 
however, the existing installation was completed in 
compliance with EREC G98 or EREC G99, then the new 
Power Park Module must be added to the aggregate 
capacity of the complete installation which shall be used 
to determine which EREC is applicable. 

 P 

6.1.4 Synchronous Power Generating Modules  N/A 

6.1.4.1 Where an installation comprises a single Synchronous 
Power Generating Module or multiple Synchronous 
Power Generating Modules, the application process, 
technical and commissioning requirements are based on 
the Registered Capacity of each Synchronous Power 
Generating Module. 

Not Synchronous Power 
Generating Modules. 

N/A 
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6.1.4.2 Where one or more new Synchronous Power Generating 
Module(s) is to be connected to an existing installation 
then each new Power Generating Module will be treated 
as a separate Synchronous Power Generating Module. 
Only the new Power Generating Module will be required 
to meet the requirements of this EREC G99 or EREC 
G98 if applicable. However, note that if the aggregated 
capacity of all the Power Generating Modules in the 
Power Generating Facility (ie the Registered Capacity of 
the Power Generating Facility) reaches the threshold for 
large as defined in the Grid Code (ie 10 MW in the north 
of Scotland; 30 MW in the south of Scotland, 100 MW in 
England and Wales), then the Generator will have to 
ensure compliance with relevant parts of the Grid Code. 
Similarly if the Registered Capacity of a Power 
Generating Facility in England and Wales is 50 MW or 
more, the Generator will have to comply with paragraphs 
6.4.4 and 13.8. 

 N/A 

6.1.5 Illustrative examples  Info. 

6.1.5.1 Table 6.1 is provided to illustrate some of the connection 
scenarios and the EREC requirements. 

 Info. 

6.1.5.2 In respect of Table 6.1 the aggregate Registered 
Capacity of all the Power Generating Modules in the 
Power Generating Facility will be taken into account 
when the DNO considers the effect of the connection on 
the Distribution Network. 

 Info. 

6.1.6 Interaction with the ISOP  N/A 

6.1.6.1 It should be noted that if the aggregate Registered 
Capacity of all Power Generating Module (synchronous 
together with asynchronous) on one or more sites in 
common ownership is >50 MW, then the Generator 
becomes licensable. 

 N/A 

6.1.6.2 Generators with an agreement with the ISOP may be 
required to comply with applicable requirements of the 
Grid Code. Where Grid Code requirements apply, it is 
the Generator’s responsibility to comply with the relevant 
parts of both the Distribution Code and Grid Code. 

 N/A 

6.1.6.3 In the case where the Generator has a Bilateral 
Embedded Generation Agreement (BEGA) with the 
ISOP, the Generator shall demonstrate compliance with 
this EREC G99 to the DNO, and any additional Grid 
Code compliance requirements shall be demonstrated by 
the Generator to the ISOP. In these cases the Generator 
will make the Generator’s interim and final PGMD, and/or 
the Generator’s FON, available to the ISOP on request. 
The ISOP may seek confirmation from the DNO of the 
compliance status of the Power Generating Module as 
recorded on the Generator’s PGMD. 

 N/A 
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6.1.6.4 In some cases the Grid Code requirements may be 
different to those in Sections 12-13 of this EREC G99. In 
these cases the DNO and the ISOP may agree to apply 
the Grid Code requirements in substitution for the G99 
requirements. In these cases, the DNO will record these 
exceptions in the Connection Agreement, and the 
compliance with those requirements will be assessed by 
the ISOP. 

 N/A 

6.1.6.5 In the case of an embedded large power station, the 
ISOP will be responsible for confirming the Generator’s 
compliance with all Grid Code requirements. In general 
this will mean that the requirements of Sections 12-13, 
17, 18 and parts of Section 19 of this EREC G99 will be 
superseded by the equivalent requirements in the Grid 
Code. The DNO will remain responsible for ensuring the 
Generator’s compliance with the remaining parts of this 
EREC G99. 

 N/A 

6.1.6.6 See also section 6.2.4.6 regarding the issuing of FONs  N/A 

6.2 Application for Connection P 

6.2.1 Information about the Power Generating Module(s) is 
needed by the DNO so that it can assess the effect that 
a Power Generating Facility may have on the Distribution 
Network. This document details the parameters to be 
supplied by a Generator wishing to connect Power 
Generating Module(s) that do not comply with EREC 
G98 to a Distribution Network. This document also 
enables the DNO to request more detailed information if 
required. 

 P 

6.2.2 Small Generation Installation procedures  N/A 

6.2.2.1 Where, typically in a domestic, or similarly small Low 
Voltage installation, the Generator wishes to install one 
or more small Generating Units where the Intrinsic 
Design Capacity of all existing and intended Generating 
Units is not greater than 32 A per phase, the provisions 
of the appropriate Small Generation Installation 
procedure can be followed provided that the Generator’s 
Installation meets the appropriate conditions set out 
below. Different connection procedures apply depending 
on the exact capacities and capabilities of the 
Generating Units and control equipment installed, as 
summarised in the table below: 

 

 N/A 
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6.2.2.2 Small Generation Installation Procedure-1 

(a) This procedure SGI-1 applies where the following 
conditions are met: 

1. The new and existing Generating Units are located in 
a single Generator’s Installation; 

2. All of the Generating Units (including Electricity 
Storage devices) are connected via EREC G98 or G99 
Fully Type Tested inverters;11 

3. The Intrinsic Design Capacity of each Generating Unit 
is no more than 32 A; 

4. Any Generating Unit with an Intrinsic Design Capacity 
of greater than16 A has its Registered Capacity limited to 
16 A; and 

5. The total aggregate Registered Capacities of all 
Generating Units (including Electricity Storage devices) 
is no more than 16 A per phase; 

(b) If all the conditions above are satisfied, the Generator 
can install and commission all the Power Generating 
Modules and shall submit notification in the format as 
shown in Form A3-3 (Annex A.1). Note that the DNO 
may provide a method of submitting this information 
electronically on line etc. 

(c) If the Generator wishes to increase the Active Power 
output of one or more Generating Units comprising the 
Power Generating Module from its current Registered 
Capacity such that condition 4 above is no longer 
satisfied, ie to change or remove the limitation on output, 
an application in a format as shown in Form A1-1 or 
Form A1-2 (as applicable and included in Annex A.1) 
shall be submitted to the DNO. 

 N/A 
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6.2.2.3 (a) This procedure SGI-2 applies where the Generator 
wishes to install one or more Generating Units and the 
following conditions, which are essentially the conditions 
that were applicable for the “Integrated Micro Generation 
and Storage” procedure in previous versions of EREC 
G99, are met: 

1. The new and existing Generating Units are located in 
a single Generator’s Installation; 

2. All of the Generating Units (including Electricity 
Storage devices) are connected via EREC G98 or G99 
Fully Type Tested inverters;12 

3. The Intrinsic Design Capacity of each new and 
existing Generating Unit is no more than 32A per phase; 

4. The Registered Capacity of each new and existing 
Generating Unit is no more than 16A per phase; 

5. The total aggregate Registered Capacities of all the 
Generating Units (including Electricity Storage devices) 
is less than 32 A per phase; and 6. An EREC G100 Fully 
Type Tested export limitation scheme is present that 
limits the export from the Generator’s Installation to the 
Distribution Network to no more than 16 A per phase. 

(b) If all the conditions above are satisfied, the Generator 
should complete an application in a format as shown in 
Form A1-2 (Annex A.1). Note that the DNO may provide 
a method of submitting this information electronically on 
line etc. 

(c) The DNO will assess the application. No Power 
Generating Modules should be installed or 
commissioned before this DNO assessment is 

complete and the Generator has been advised of the 
outcome of this assessment. The DNO will provide the 
results of the assessment within 10 working days of 
receiving the application in (b) above. Given the lower 
limit of Registered Capacities allowed in this procedure 
SGI-2 compared to that of SGI-3, the DNO will generally 
apply less complex checks than in 

procedure SGI-3. 

(d) The planned commissioning date stated on the 
application form shall be between 10 working days and 3 
months from the date that the application is submitted to 
the Distribution Network Operator. Confirmation of the 

commissioning of each Power Generating Module shall 
be made no later than 28 days after commissioning 
(where tests and checks are not witnessed in 
accordance with 16.3.1). Confirmation shall be provided 
in a format as shown in Form A3-2 (Annex A.3). 

(e) If, at (c) above, the DNO determines that further 
analysis is required before a connection offer can be 
made, the DNO will confirm this. This confirmation 

 N/A 
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ends the SGI-2 process for this application which will 
then be progressed in line with the DNO’s standard 
application process. No Power Generating Modules 
should be installed or commissioned before the standard 

application process completes. 
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6.2.2.4 (a) This procedure SGI-3 applies where the following 
conditions are met: 

1. The new and existing Generating Units are located in 
a single Generator’s Installation; 

2. All of the Generating Units (including Electricity 
Storage devices) are connected via EREC G98 or EREC 
G99 Fully Type Tested inverters;13 

3. The Intrinsic Design Capacity of each new and 
existing Generating Unit is no more than 32 A. 

4. The total aggregate Registered Capacities of all the 
Generating Units (including Electricity Storage devices) 
is less than 60 A per phase; and 

5. An EREC G100 Fully Type Tested export limitation 
scheme is present that limits the export from the 
Generator’s Installation to the Distribution Network to 32 
A per phase. 

6. Condition 5 above can be waived if the aggregate of 
the Registered Capacities of the Power Generating Units 
is no more than 32 A. 

(b) If all the conditions above are satisfied, the Generator 
should submit an application in a format as shown in 
Form A1-2 (Annex A.1). Note that the DNO may provide 
a method of submitting this information electronically on 
line etc. 

(c) The DNO will make an initial assessment of the 
application. No Power Generating Modules should be 
installed or commissioned before this initial DNO 
assessment is complete and the Generator has been 
advised of the outcome of this initial assessment. The 
DNO will confirm within 10 working days of the 
submission whether it is necessary for the DNO to 
undertake site specific analysis of the application, taking 
into account the Intrinsic Design Capacities, the 
aggregated Registered Capacities of the Generating 

Units and the local network conditions. Where the DNO 
has identified there is a need for further analysis, no 
further submission of information is required, but 
installation and commissioning must not proceed until 
the DNO has established if it is necessary to upgrade the 
network, and whether such work may be chargeable to 
the Generator, if the Generator wishes to go ahead 

with the installation. 

(d) The planned commissioning date stated on the 
application form shall be between 10 working days and 3 
months from the date that the application is submitted to 
the DNO. Confirmation of the commissioning of each 
Power Generating Module shall be made no later than 
28 days after commissioning (where tests and checks 
are not witnessed in accordance with 16.3.1). 
Confirmation shall be provided in a format as shown in 
Form 

 N/A 
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A3-2 (Annex A.3). 

6.2.3 Power Generating Facilities which include Type A Power 
Generating Modules 

 P 

6.2.3.1 For Type A Power Generating Modules the compliance, 
testing and commissioning requirements are detailed in 
Section 16 of this EREC G99. 

Type A Power Generating 
Modules. 

P 

6.2.3.2 The Generator should apply to the local DNO for 
connection using the DNO’s Standard Application Form 
(available from the DNO’s website). On receipt of the 
application, the DNO will assess whether any Distribution 
Network studies are required and whether there is a 
requirement to witness the commissioning tests. In some 
cases studies to assess the impact on the Distribution 
Network may need to be undertaken before a firm 
quotation can be provided to the Generator. On 
acceptance of the quote, any works at the connection 
site and any associated facilitating works will need to be 
completed before the Power Generating Module can be 
commissioned. On successful completion of the 
commissioning tests, the DNO will sanction permanent 
energisation of the Power Generating Module in 
accordance with Section 16 of this EREC G99. 

 P 

6.2.4 Power Generating Facilities which include Type B, Type 
C or Type D Power Generating Modules 

Type A Power Generating 
Modules 

N/A 

6.2.4.1 The connection process is similar to that described in 
paragraph 6.2.2 above, although detailed system studies 
will almost certainly be required and consequently the 
Generator might need to provide additional information. 
The information should be provided using the Standard 
Application Form (generally available from the DNO’s 
website). The data that will generally be required is 
defined in the Distribution Code, Data Registration Code 
(DDRC), Schedules 5a, 5b and 5c. 

 N/A 

6.2.4.2 For Type B and Type C Power Generating Modules the 
compliance, testing and commissioning requirements are 
detailed in Sections 17 and 18 respectively of this EREC 
G99. On successful completion of a Type B or Type C 
Power Generating Module Document the DNO will issue 
a Final Operational Notification to the Generator. 

 N/A 

6.2.4.3 For a Type D Generating Unit, once all the relevant 
documents have been provided to the DNO to its 
satisfaction, the DNO will issue an Energisation 
Operational Notification to the Generator followed by an 
Interim Operational Notification and a Final Operational 
Notification. This staged process is described further in 
Section 19 of this EREC G99. 

 N/A 

6.2.4.4 Generators who own Type B and Type C Power 
Generating Modules do not have permanent rights to 
operate their Power Generating Modules without a valid 
Final Operational Notification which will be issued by the 
DNO following completion of the commissioning tests 
and process, refer to paragraphs 17.4.3 and 18.4.3. 

 N/A 
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6.2.4.5 Generators who own Type D Power Generating Modules 
do not have rights to operate their Power Generating 
Modules without either: 

(a) a valid Final Operational Notification, refer to 
paragraph 19.5.4; 

(b) an Interim Operational Notification, refer to 
paragraph 19.3.6; or 

(c) a Limited Operational Notification, refer to 
paragraph 19.6.4.1. 

 N/A 

6.3 System Analysis for Connection Design Type A, Type B, Type C and Type D Info. 

6.4 Provision of Information Info. 

7 CONNECTION ARRANGEMENTS P 

7.1 Operating Modes P 

7.1.1 Power Generating Modules may be designed for one of 
three operating modes. These are termed long-term 
parallel operation, infrequent short-term parallel 
operation and switched alternative-only operation. In the 
case that a Power Generating Module is designed to 
switch between these modes of operation, it must be 
designed to comply with the requirements for each 
mode. 

Long-Term Parallel 
Operation. 

P 

7.1.2 Equipment other than Generating Units (eg traction 
loads, lift motors etc) may act as a short term source of 
energy, and inject electrical energy into the Customer’s 
Installation when they operate in a regenerative mode. In 
general EREC G99 will not apply as there will be no 
need to make any specific design accommodation for 
such equipment as it is unlikely that they will support any 
possible power island for a significant length of time. 
Where such equipment can act as a source of electrical 
energy for more than a few seconds (say typically 20 s), 
the DNO will advise the Customer if the Customer’s 
Installation requires any special consideration such as 
reverse power protection on a case by case basis. 

 N/A 

7.1.3 In general the technical requirements in EREC G99 will 
not apply for non-controllable storage technology such 
as synchronous compensators and synchronous 
flywheels. This is because there will be no need to make 
any specific design accommodation for such equipment 
as it is unlikely that they will support any possible power 
island for a significant length of time. Where such 
equipment can act as a source of electrical energy for 
more than a few seconds (say typically 20 s), the DNO 
will advise the Customer if the Customer’s Installation 
requires any special consideration, such as reverse 
power protection or short circuit current contribution 
assessment, on a case by case basis. 

 N/A 

7.2 Long-Term Parallel Operation P 
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7.2.1 This refers to the frequent or long-term operation of 
Power Generating Modules in parallel with the 
Distribution Network. Unless otherwise stated, all 
sections in this EREC G99 are applicable to this mode of 
operation. 

 P 

7.3 Infrequent Short-Term Parallel Operation N/A 

7.4 Switched Alternative-Only Operation N/A 

7.5 Phase Balance of Type A Power Generating Module output at LV P 

7.5.1 Connection of single phase Power Generating Modules 
may require Distribution Network reinforcement and 
extension before commissioning for technical reasons 
(such as voltage issues and unacceptable phase 
imbalance) depending on the point of connection and 
Distribution Network design. 

 N/A 

7.5.2 A solution to these voltage issues and phase imbalance 
issues may be to utilise 3-phase Power Generating 
Modules or to use multiple single phase Power 
Generating Modules connected across three phases. 

Single-phase grid-
connected PV inverter. 

N/A 

7.5.3 Where single phase Power Generating Modules are 
being used the Generator should design the installation 
on a maximum unbalance output of 16 A between the 
highest and lowest phase. 

 N/A 

7.5.4 In order to illustrate this requirement examples of 
acceptable and unacceptable connections have been 
given in Annex A.5. 

 Info. 

7.6 Type A Power Generating Module capacity for single and split LV phase 
supplies 

P 

7.6.1 The maximum aggregate capacity of Power Generating 
Modules that can be connected to a single-phase supply 
is 17 kW. The maximum aggregate capacity of Power 
Generating Modules that can be connected to a split 
single-phase supply is 34 kW. 

 N/A 

7.6.2 There is no requirement to provide intertripping between 
single phase Inverters where these are installed on multi-
phase supplies up to a limit of 17 kW per phase (subject 
to balance of site output as per Section 7.5). A single 
phase 17 kW connection may result in an imbalance of 
up to 17 kW following a Distribution Network or Power 
Generating Module outage. However, the connection 
design should result in imbalance under normal 
operation to be below 16 A between phases as noted 
above. 

 N/A 
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7.6.3 Power Generating Facilities with a capacity above 17 kW 
per phase are expected to comprise three phase units. 
The requirement to disconnect all phases following a 
fault in the Generator’s Installation or a Distribution 
Network outage applies to three phase the Power 
Generating Modules only and will be tested as part of the 
compliance testing of the Power Generating Module. In 
some parts of the country where provision of three phase 
networks is costly then the DNO may be able to provide 
a solution using single or spilt phase networks for Power 
Generating Facilities above the normal limits as set out 
above. 

 P 

7.7 Voltage Management Units in Generator’s premises P 

7.7.1 Voltage Management Units are becoming more popular 
and use various methods, in most cases, to reduce the 
voltage supplied from the DNO’s Distribution Network 
before it is used by the Generator. In some cases where 
the DNO’s Distribution Network voltage is low they may 
increase the voltage supplied to the Generator. Some 
technologies are only designed to reduce voltage and 
cannot increase the voltage. 

 Info. 

7.7.2 The use of such equipment has the advantage to the 
Generator of running appliances at a lower voltage and 
in some cases this can reduce the energy consumption 
of the appliance. Some appliances when running at a 
lower voltage will result in higher current consumption as 
the device needs to take the same amount of energy 
from the system to carry out its task. 

 Info. 

7.7.3 If a Voltage Management Unit is installed between the 
Connection Point and the Power Generating Module in a 
Generators Installation, it may result in the voltage at the 
Generator side of the Voltage Management Unit 
remaining within the limits of the protection settings 
defined in Table 10.1 while the voltage at the Connection 
Point side of the unit might be outside the limits of the 
protection settings. This would negate the effect of the 
protection settings. Therefore, this connection 
arrangement is not acceptable and all Power Generating 
Modules connected to the DNO’s LV Distribution 
Network under this Engineering Recommendation must 
be made on the Connection Point side of any Voltage 
Management Unit installed in a Generator’s Installation. 

 N/A 



Page 23 of 116 Report No.: 6266862.50A 

G99/2 

Clause Requirement - Test Result - Remark Verdict 
 

TRF No. G99/2_V1.0  

7.7.4 Generators should note that the overvoltage setting 
defined in Table 10.1 is 4% above the maximum voltage 
allowed for the voltage from the DNO’s Distribution 
Network under the ESQCR and that provided they have 
designed their installation correctly there should be very 
little nuisance tripping of the Power Generating Module. 
Frequent nuisance tripping of a Power Generating 
Module may be due to a fault in the Generator’s 
Installation or the operation of the DNO’s Distribution 
Network at too high a voltage. Generators should satisfy 
themselves that their installation has been designed 
correctly and all Power Generating Modules are 
operating correctly before contacting the DNO if 
nuisance tripping continues. Under no circumstances 
should they resort to the use of Voltage Management 
Units installed between the Connection Point and the 
Power Generating Module. 

 P 

7.8 Power Generating Module Sharing System  N/A 

7.8.1 This section describes the additional requirements where 
a Generator provides Active Power to two or more 
independent Customers connected at Low Voltage via 
equipment designed to share the power generated by 
Power Generating Module(s) under a sharing 
arrangement. 

 N/A 

7.8.2 In such a sharing arrangement the Power Generating 
Module(s) are connected to each separate Customers’ 
Installation and power flow through these connections is 
arranged such that output from the Power Generating 
Module(s) is shared between them. 

 N/A 

7.8.3 The owner of the Power Generating Module is, for the 
purposes of this EREC G99, the Generator. The 
Generator need not have a direct electrical connection to 
the DNO’s Distribution Network. In some cases the 
connection will only be via the relevant Customers’ 
Installations. In all cases the Generator shall have a 
suitable contract with the DNO for the installation and 
operation of the Power Generating Module. 

 N/A 

7.8.4 All Customers served by a Power Generating Module 
sharing arrangement must be connected to the same 
section of the DNO’s Distribution Network (ie supplied 
via a single set of Low Voltage fuses at the DNO’s 
substation or equivalent) and also have the same 
earthing arrangements (eg all be PME or all be SNE). 
Normally all the Customers’ Installations will be within a 
single building. Any use of a sharing arrangement 
outside of a single building must be specifically agreed 
with the DNO. 

 N/A 

7.8.5 Where Power Generating Module output sharing is 
intended, the following requirements apply: 

 N/A 



Page 24 of 116 Report No.: 6266862.50A 

G99/2 

Clause Requirement - Test Result - Remark Verdict 
 

TRF No. G99/2_V1.0  

7.8.5.1 The Generator is responsible for ensuring compliance 
with all the relevant requirements of this EREC G99, 
including specifically the requirements of this section 
7.8.5. 

 N/A 

7.8.5.2 The equipment/installation shall be designed and 
constructed such that all protection in each Customers’ 
Installation and the Generator’s Installation will operate 
correctly by design for faults anywhere on the 
Generator’s Installation and Customers’ Installations. 
Such protection shall also comply with the requirements 
of BS 7671. Particular attention should be paid to ensure 
that all parts of the Customer’s Installation and the 
Generator’s Installation that are within the protection 
zone of the DNO’s cut-out fuse are adequately protected. 

 N/A 

7.8.5.3 The equipment/installation shall be designed such that 
no Active Power can flow from any Customer’s 
Installation towards the Power Generating Module, ie to 
prevent Active Power flowing from one Customer’s 
Installation to another or from one Customer’s 
Installation to the Generator’s Installation. This restriction 
does not include any Active Power flow that is used 
purely for maintaining the equipment implementing the 
sharing arrangement in an operational state when the 
Power Generating Module is generating insufficient 
Active Power, ie the sharing arrangement equipment's 
parasitic demand: for example that required by a PV 
sharing arrangement in its quiescent state at night. 

 N/A 

7.8.5.4 An exception to section 7.8.5.3 is allowed where the 
Generator has incorporated Electricity Storage into the 
Power Generating Module. In this case the Generator 
will arrange, and demonstrate, that the Active Power flow 
into the Electricity Storage component matches the 
aggregate Active Power flowing from the Generator’s 
Installation and all the relevant Customer’s Installations 
at all times. Under these circumstances all Active Power 
flows between the components of the sharing 
arrangement and the Customers’ Installations shall be in 
the same direction, ie towards the Electricity Storage 
component. If there is a mismatch in aggregate flows or 
direction the charging of the Electricity Storage shall 
cease immediately and an alarm raised. 

 N/A 

7.8.5.5 If a Customer’s Installation becomes de-energized from 
the DNO’s Distribution Network the equipment shall 
detect this condition and disconnect the Power 
Generating Module from that Customer’s Installation. 

 N/A 

7.8.5.6 Synchronizing facilities shall be in place and 
synchronising checks carried out that check for correct 
phasing each and every time a Customer’s Installation is 
to be connected to the Generator’s Installation. The 
detection of incorrect phasing shall trigger an alarm. 

 N/A 
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7.8.5.7 In situations where the power sharing arrangement 
results in export of Active Power from the Customers’ 
Installations to the DNO’s Distribution Network, the 
exported Active Power flows to the DNO’s Distribution 
Network shall be arranged to be balanced between the 
relevant Customers’ Connection Points. The 
characteristics of the distribution of exported Active 
Power shall be specified in the application, and the 
export per phase per Customer must not exceed 32A. 

 N/A 

7.8.5.8 All communication channels, ie those between the 
components of the equipment used to implement the 
sharing arrangement, and between those components 
and any part of Customers’ Installations, shall be actively 
monitored, and failure of communication channels shall 
lead to the appropriate failsafe action, ie disconnection of 
the Power Generating Module from the relevant 
Customer’s Installation or the complete shut down of the 
Power Generating Module as appropriate, together with 
triggering an alarm. 

 N/A 

7.8.5.9 If any of the following are detected: 

(a) An Active Power flow from any Customer’s 
Installation towards the Power Generating Module (apart 
from the parasitic demand referred to in 7.8.5.3 above); 

(b) A mismatch between the aggregate Active Power 
flow from the Generator’s Installations to the Customers’ 
Installation and to any Electricity Storage component of 
the Power Generating Module as described in section 
7.8 5.4; 

(c) An out of phase condition, as described in section 
7.8.5.6; or 

(d) A failure of any communication channel as described 
in section 7.8.5.8 an alarm shall be raised and 
communicated to the Generator. 

 N/A 

7.8.5.10 Earthing arrangements shall be in accordance with BS 
7671. 

 N/A 

7.8.5.11 The Power Generating Module sharing arrangement 
shall be capable of being switched off by the Generator 
and disconnected via lockable isolation devices from all 
Customers’ Installations. 

 N/A 
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7.8.5.12 In addition to the requirements of Section 14 ownership 
and operational boundaries, and the means of isolation 
of the Power Generating Module(s) and the connections 
between the Generator’s Installation and the Customer’s 
Installation, shall be clear for every Customer, the 
Generator, the DNO and for any operator of the network 
in a shared building. Appropriate labels shall be affixed 
at each Customer’s service position. A single line 
diagram of the overall installations shall be posted in the 
Generator’s Installation and at each Customer’s service 
position. As well as the standard signage requirements 
of section 14.2 the following provisions shall apply: 

(a) The generation sharing equipment itself should be 
clearly labelled. 

(b) There should be a specific warning label affixed at 
each Customer’s metering position, each Customer’s 
consumer unit. These labels shall make it clear that the 
equipment is supplied from more than one source of 
energy. 

(c) Depending on the Manufacturer’s instructions and 
installation design additional labels may be required to 
identify generation sharing neutral connections and any 
current transformers installed for the generation sharing 
installation. 

(d) Where there is more than one set of generation 
sharing equipment within the installation, cross-
referencing shall be used on relevant labels to identify 
which generation sharing equipment supplies each 
Customer. 

 N/A 

8 EARTHING P 

8.1 General  P 

8.1.1 The earthing arrangements of the Power Generating 
Module shall satisfy the requirements of DPC4 of the 
Distribution Code. 

 P 
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8.1.2 The figures included in section 8 are summarised here: 

 

 P 

8.2 Power Generating Modules with a Connection Point at HV N/A 

8.3 Power Generating Modules with a Connection Point at LV P 

8.3.1 LV Distribution Networks are always solidly earthed, and 
the majority are multiple earthed. Design practice for 
protective multiple earthing is detailed in the Energy 
Networks Association publications including Engineering 
Recommendation G12, and in the references contained 
in those publications. 

 P 

8.3.2 The winding configuration and method of earthing 
connection shall be agreed with the DNO. 

 P 

8.3.3 In addition, where the Power Generation Facility’s 
Connection Point is at Low Voltage the following shall 
apply: Where an earthing terminal is provided by the 
DNO it may be used by a Power Generation Facility for 
earthing the Power Generating Module, provided the 
DNO earth connection is of adequate capacity. 

 P 

9 NETWORK CONNECTION DESIGN AND OPERATION P 

9.1 General Criteria P 

9.1.1 As outlined in Section 5, DNOs have to meet certain 
statutory and Distribution Licence obligations when 
designing and operating their Distribution Networks. 
These obligations will influence the options for 
connecting Power Generating Modules. 

 P 
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9.1.2 The technical and design criteria to be applied in the 
design of the Distribution Network and Power Generating 
Module connection are detailed in this document and 
DPC 4 of the Distribution Code. The criteria are based 
upon the performance requirements of the Distribution 
Network necessary to meet the above obligations. 

 P 

9.1.3 The Distribution Network, and any Power Generating 
Module connection to that network, shall be designed: 

 P 

 (a) to comply with the obligations (to include security, 
frequency and voltage; voltage disturbances and 
harmonic distortion; auto reclosing and single phase 
protection operation).  

 P 

 (b) according to design principles in relation to 
Distribution Network’s plant and equipment, 
earthing, voltage regulation and control, and 
protection as outlined in DPC4, subject to any 
Modification to which the DNO may reasonably 
consent.  

 P 

9.1.4 Power Generating Modules should meet a set of 
technical requirements in relation to its performance with 
respect to frequency and voltage, control capabilities, 
protection coordination requirements, Phase (Voltage) 
Unbalance requirements, neutral earthing provisions, 
islanding and Black Start Capability as applicable. The 
technical connection requirements in this chapter are 
common to all Power Generating Modules. 

 P 

9.1.5 In addition requirements for Type A Power Generating 
Modules are detailed in Section 11. Requirements for 
Type B Power Generating Modules are detailed in 
Section 12. Requirements for Type C and Type D Power 
Generating Modules are detailed in Section 13. 

Type A Power Generating 
Modules fulfil with Section 
11. 

P 

9.1.6 The Reactive Power and voltage control requirements 
are given in Section 11, Section 12 and Section 13 for 
Type A Power Generating Modules, Type B Power 
Generating Modules, and Type C and Type D Power 
Generating Modules respectively. They are summarised 
in Table D.4 for information. 

 P 

9.1.7 Every Power Generating Module and any associated 
equipment must be designed and operated appropriately 
to comply with cyber security requirements. The 
Generator shall consider all cyber security risks 
applicable to the Power Generating Module in terms of 
the communication between any energy management 
system etc and also in terms of interaction with any 
system of the Manufacturer for product management. 

Compliance of cyber 
security is responsible for 
client and evaluated by 
manufacturer. 

P 
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9.1.8 The Generator shall provide information describing the 
high level cyber security approach, as well as the 
specific cyber security requirements complied with. The 
statement will make appropriate reference to the Power 
Generating Facilities compliance with: 

• ETSI EN 303 645; 

• relevant aspects of PAS 1879 “Energy smart 
appliances – Demand side response operation – 
Code of practice”; 

• relevant aspects of “Distributed Energy Resources – 
Cyber Security Connection Guidance” published by 
BEIS and the ENA; 

• Any other relevant standard that has been 
incorporated in the design of the Power Generating 
Module. 

Manufacturer’s declaration 
provided for ETSI EN 303 
645. 

P 

9.2 Network Connection Design for Power Generating Modules P 

9.3 Step Voltage Change and Rapid Voltage Change P 

9.4 Power Quality P 

9.4.1 Introduction  P 

9.4.1.1 The connection and operation of Power Generating 
Modules may cause Phase (Voltage) Unbalance and/or 
a distortion of the Distribution Network voltage waveform 
resulting in voltage fluctuations and harmonics. 

 P 

9.4.2 Flicker  P 

9.4.2.1 Where the input motive power of the Power Generating 
Module may vary rapidly, causing corresponding 
changes in the output power, flicker may result. The 
operation of a Power Generating Module including 
synchronisation, run-up and desynchronisation shall not 
result in flicker that breaches the limits for flicker that is 
non-compliant with EREC P28. 

 P 

9.4.2.2 The supply impedance of the Distribution Network needs 
to be considered to ensure that the emissions produced 
by the Power Generating Module do not cause a 
problem on the Distribution Network. 

 P 

9.4.2.3 For Power Generating Modules up to 17 kW per phase 
or 50 kW three phase voltage step change and flicker 
measurements as required by BS EN 61000-3-11 shall 
be made and recorded in the test declaration form A2-1 
or form A2-3 as applicable for the Power Generating 
Module. The DNO will use these declared figures to 
calculate the required maximum supply impedance 
required for the connection to comply with EREC P28. 
This calculation may show that the voltage fluctuations 
will be greater than those permitted and hence 
reinforcement of the Distribution Network may be 
required before the Power Generating Module can be 
connected. Detailed testing requirements are described 
in Annex A.7. 

 P 
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9.4.3 Harmonic Emissions  P 

9.4.3.1 Harmonic currents produced within the Generator’s 
system and modification of the harmonic impedance 
caused by the addition of the Generator’s installation 
may cause excessive harmonic voltage distortion in the 
Distribution Network. The Generator’s Installation must 
be designed and operated to comply with the planning 
criteria for harmonic voltage distortion as specified in 
EREC G5. EREC G5, like all planning standards 
referenced in this recommendation, is applicable at the 
time of connection of additional equipment to a 
Generator’s Installation. 

 P 

9.4.3.2 For Power Generating Modules of up to 17 kW per 
phase or 50 kW three phase harmonic measurements as 
required by BS EN 61000-3-12 shall be made and 
recorded in the test declaration form A2-1 or form A2-3 
as applicable for the Power Generating Module. The 
DNO will use these declared figures to calculate the 
required maximum supply impedance required for the 
connection to comply with BS EN 61000-3-12 and will 
use this data in their design of the connection for the 
Power Generating Module. This standard requires a 
minimum ratio between source fault level and the size of 
the Power Generating Module, and connections in some 
cases may require the installation of a transformer 
between 2 and 4 times the rating of the Power 
Generating Module in order to accept the connection to a 
DNO’s Distribution Network. Detailed testing 
requirements are described in Annex A.7 

 P 

9.4.3.3 Where the Power Generating Module is connected via a 
long cable circuit the likelihood of a resonant condition is 
greatly increased, especially at 132 kV. This arises from 
the reaction of the transformer inductance with the cable 
capacitance. Resonance is likely in the low multiples of 
the fundamental frequency (8th-11th harmonic). The 
resonant frequency is also a function of the Total System 
fault level. If there is the possibility that this can change 
significantly eg by the connection of another Power 
Generating Module then a full harmonic study should be 
carried out. 

 N/A 

9.4.4 Voltage imbalance  P 
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9.4.4.1 EREC P29 is a planning standard which provides limits 
for voltage unbalance caused by uneven loading of three 
phase supply systems. Power Generating Modules 
should be capable of performing satisfactorily under the 
conditions it defines. The existing voltage unbalance on 
an urban Distribution Network rarely exceeds 0.5% but 
higher levels, in excess of 1%, may be experienced at 
times of high load and when outages occur at voltage 
levels above 11 kV. 1% may exist continuously due to 
unbalance of the system impedance (common on remote 
rural networks). In addition, account can be taken of the 
neutralising effect of rotating plant, particularly at 11 kV 
and below. BS EN 50160 contains details of the 
variations and disturbances to the voltage which shall be 
taken into account in selecting equipment from an 
appropriate specification for installation on or connected 
to the Distribution Network. 

 P 

9.4.4.2 The level of voltage unbalance at the Point Of Common 
Coupling should be no greater than 1.3% for systems 
with a nominal voltage below 33 kV, or 1% for other 
systems with a nominal voltage no greater than 132 kV. 
Overall, voltage unbalance should not exceed 2% when 
assessed over any one minute period. EREC P29, like 
all planning standards, is applicable at the time of 
connection. 

 P 

9.4.4.3 For Power Generating Facilities of 50 kW or less Section 
7.5 of this document specifies maximum unbalance of 
Power Generating Modules. Where these requirements 
are met then no further action is required by the 
Generator. 

 P 

9.4.5 Power Factor correction equipment is sometimes used 
with Power Park Modules to decrease Reactive Power 
flows on the Distribution Network. Where the Power 
Factor correction equipment is of a fixed output, stable 
operating conditions in the event of loss of the DNO 
supply are extremely unlikely to be maintained, and 
therefore no special protective actions are required in 
addition to the standard protection specified in this 
document. 

 P 

9.4.6 DC Injection  P 

9.4.6.1 The effects of, and therefore limits for, DC currents 
injected into the Distribution Network is an area currently 
under investigation. Until these investigations are 
concluded the limit for DC injection is less than 0.25% of 
the AC rating per Power Generating Module. 

See appended table. P 

9.4.6.2 The main source of these emissions are from 
transformer-less Inverters. Where necessary DC 
emission requirements can be satisfied by installing a 
transformer on the AC side of an Inverter. 

 P 

9.5 System Stability P 
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9.5.1 Instability in Distribution Networks may result in 
unacceptable quality of supply and tripping of 
Generator’s plant. In severe cases, instability may 
cascade across the Distribution Network, resulting in 
widespread tripping and loss of demand and generation. 
There is also a risk of damage to plant. 

 P 

9.5.2 In general, System Stability is an important consideration 
in the design of Power Generating Module connections 
to the Distribution Network at 33 kV and above. Stability 
considerations may also be appropriate for some Power 
Generating Module connections at lower voltages. The 
risks of instability generally increase as Power 
Generating Module capacity increases relative to the 
fault level infeed from the Distribution Network at the 
Connection Point. 

 P 

9.5.3 System Stability may be classified into several forms, 
according firstly to the main system variable in which 
instability can be observed, and secondly to the size of 
the system disturbance. In Distribution Networks, the 
forms of stability of interest are rotor angle stability and 
voltage stability. 

 P 

9.5.3.1 Rotor angle stability refers to the ability of synchronous 
machines in an interconnected system to remain in 
Synchronism after the system is subjected to a 
disturbance. 

 N/A 

9.5.3.2 Voltage stability refers to the ability of a system to 
maintain acceptable voltages throughout the system 
after being subjected to a disturbance. 

 P 

9.5.3.3 Both rotor angle stability and voltage stability can be 
further classified according to the size of the disturbance. 

 P 

9.5.3.4 Small-disturbance stability refers to the ability of a 
system to maintain stability after being subjected to small 
disturbances such as small changes in load, operating 
points of Power Generating Modules, transformer tap-
changing or other normal switching events. 

 P 

9.5.3.5 Large-disturbance stability refers to the ability of a 
system to maintain stability after being subjected to large 
disturbances such as short-circuit faults or sudden loss 
of circuits or Power Generating Modules. 

 P 

9.5.3.6 Traditionally, large-disturbance rotor angle stability (also 
referred to as transient stability) has been the form of 
stability predominantly of interest in Distribution 
Networks with synchronous machines. However, it 
should be noted that the other forms of stability may also 
be important and may require consideration in some 
cases. 

 N/A 

9.5.4 It is recommended that a Power Generating Module and 
its connection to the Distribution Network be designed to 
maintain stability of the Distribution Network for a defined 
range of initial operating conditions and a defined set of 
system disturbances. 

 P 
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9.5.4.1 The range of initial operating conditions should be based 
on those which are reasonably likely to occur over a year 
of operation. Variables to consider include system loads, 
system voltages, system outages and configurations, 
and Power Generating Module operating conditions. 

 P 

9.5.4.2 The system disturbances for which stability should be 
maintained should be selected on the basis that they 
have a reasonably high probability of occurrence. It is 
recommended that these include short-circuit faults on 
single Distribution Network circuits (such as 
transformers, overhead lines and cables) and busbars, 
that are quickly cleared by main protection. 

 P 

9.5.5 With the system in its normal operating state, it is 
desirable that all Power Generation Modules remain 
connected and stable for any of the following credible 
fault outages; 

i. any one single circuit overhead line, transformer 
feeder or cable circuit, independent of length,  

ii. any one transformer or reactor,  
iii. any single section of busbar at or nearest the point 

of connection where busbar protection with a total 
clearance time of less than 200ms is installed,  

iv. if demand is to be secured under a second circuit 
outage as required by EREC P2, fault outages (a) or 
(b), overlapping with any pre-existing first circuit 
outage, usually for maintenance purposes. In this 
case the combination of circuit outages considered 
should be that causing the most onerous conditions 
for System Stability, taking account of the slowest 
combination of main protection, circuit breaker 
operating times and strength of the connections to 
the system remaining after the faulty circuit or 
circuits have been disconnected. 

 P 

9.5.6 It should be noted that it is impractical and uneconomical 
to design for stability in all circumstances. This may 
include double circuit fault outages and faults that are 
cleared by slow protection. Power Generating Modules 
that become unstable following system disturbances 
shall be disconnected as soon as possible to reduce the 
risk of plant damage and disturbance to the system. 

 P 
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9.5.7 Various measures may be used, where reasonably 
practicable, to prevent or mitigate system instability. 
These may include Distribution Network and Power 
Generating Module solutions, such as: 

(a) improved fault clearance times by means of faster 
protection; 

(b) improved performance of Power Generating Module 
control systems (excitation and governor/prime 
mover control systems; Power System Stabilisers to 
improve damping);  

(c) improved system voltage support (provision from 
either Power Generating Module or Distribution 
Network plant);  

(d) reduced plant reactance’s (if possible);  
(e) installation of protection to identify pole-slipping;  
(f) increased fault level infeed. 

In determining mitigation measures which are reasonably 
practicable, due consideration should be given to the 
cost of implementing the measures and the benefits to 
the Distribution Network and Generators in terms of 
reduced risk of system instability. 

 P 

9.6 Island Mode P 

9.6.1 There are two specific instances of island mode to be 
considered: 

(a) where the Generator wishes to deliberately move 
from the long-term parallel mode of operation to the 
situation where the Generator’s Power Generating 
Module(s) is arranged to supply just the load 
presented by the Customer’s Installation, with the 
Customer’s Installation disconnected from the 
DNO’s Distribution Network; or 

(b) where one or more Power Generating Modules, 
belonging to one or more Generators, support an 
isolated part of the DNO’s Distribution Network, 
maintaining supplies to other Customers of the 
DNO. 

 P 

9.6.2 Customer’s Installation Island  P 

9.6.2.1 Wherever a Generator’s Power Generating Module runs 
in parallel with the DNO’s Distribution Network for more 
than 5 minutes per month, the design of the Power 
Generating Module and the Customer’s Installation must 
meet the requirements for long-term parallel operation 
and comply with all the appropriate requirements of this 
EREC G99. 

 P 

9.6.2.2 Where a Generator intends to operate the Power 
Generating Module so that it supplies just the 
Customer’s Installation, it is the Generator’s 
responsibility to ensure the safety of the Customer’s 
Installation in respect of electrical and general safety. 

 P 
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9.6.2.3 The arrangements of Figures 8.6 (HV) and 8.9 (LV) will 
generally be appropriate for earthing and switching 
arrangements. Exact designs of Customer’s Installations 
will vary, but the functional requirements of these figures 
should be implemented. 

 P 

9.6.2.4 It is the Generator’s responsibility to ensure appropriate 
and safe synchronisation to, and disconnection from, the 
DNO’s Distribution Network, respecting the requirements 
of EREC P28 on voltage disturbances on the DNO’s 
Distribution Network. 

 P 

9.6.3 DNO’s Distribution Network Island  P 

9.6.3.1 A fault or planned outage, which results in the 
disconnection of a Power Generating Module, together 
with an associated section of Distribution Network, from 
the remainder of the Total System, creates the potential 
for island mode operation. It will be necessary for the 
DNO to decide, dependent on local network conditions, if 
it is desirable for the Generators to continue to generate 
onto the islanded DNO’s Distribution Network. The key 
potential advantage of operating in island mode is to 
maintain continuity of supply to the portion of the 
Distribution Network containing the Power Generating 
Module. The principles discussed in this section 
generally also apply where Power Generating Modules 
on a Generator’s site is designed to maintain supplies to 
that site in the event of a failure of the DNO supply. 

 P 

9.6.3.2 When considering whether Power Generating Modules 
can be permitted to operate in island mode,10 detailed 
studies need to be undertaken to ensure that the 
islanded system will remain stable and comply with all 
statutory obligations and relevant planning standards 
when separated from the remainder of the Total System. 
Before operation in island mode can be allowed, a 
contractual agreement between the DNO and Generator 
shall be in place and the legal liabilities associated with 
such operation shall be carefully considered by the DNO 
and the Generator. Consideration should be given to the 
following areas: 
(a) load flows, voltage regulation, frequency regulation, 

voltage unbalance, voltage flicker and harmonic 
voltage distortion; 

(b) earthing arrangements; 
(c) short circuit currents and the adequacy of protection 

arrangements; 
(d) System Stability; 
(e) re-synchronisation to the Total System; 
(f) safety of personnel. 

 P 
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9.6.3.3 Suitable equipment will need to be installed to detect that 
an island situation has occurred and an intertripping 
scheme is preferred to provide absolute discrimination at 
the time of the event. Confirmation that a section of 
Distribution Network is operating in island mode, and has 
been disconnected from the Total System, will need to 
be transmitted to the Power Generating Module(s) 
protection and control schemes. 

 P 

9.6.3.4 The ESQCR requires that supplies to Customers are 
maintained within statutory limits at all times ie when 
they are supplied normally and when operating in island 
mode. Detailed system studies including the capability of 
the Power Generating Module and its control / 
protections systems will be required to determine the 
capability of the Power Generating Module to meet these 
requirements immediately as the island is created and 
for the duration of the island mode operation. 

 P 

9.6.3.5 The ESQCR also require that Distribution Networks are 
earthed at all times. Generators, who are not permitted 
to operate their installations and plant with an earthed 
star-point when in parallel with the Distribution Network, 
shall provide an earthing transformer or switched star-
point earth for the purpose of maintaining an earth on the 
system when islanding occurs. The design of the 
earthing system that will exist during island mode 
operation should be carefully considered to ensure 
statutory obligations are met and that safety of the 
Distribution Network to all users is maintained. Further 
details are provided in Section 8 

 P 

9.6.3.6 Detailed consideration shall be given to ensure that 
protection arrangements are adequate to satisfactorily 
clear the full range of potential faults within the islanded 
system taking into account the reduced fault currents 
and potential longer clearance times that are likely to be 
associated with an islanded system. 

 P 

9.6.3.7 Switchgear shall be rated to withstand the voltages 
which may exist across open contacts under islanded 
conditions. The DNO may require interlocking and 
isolation of its circuit breaker(s) to prevent out of phase 
voltages occurring across the open contacts of its 
switchgear. Intertripping or interlocking should be agreed 
between the DNO and the Generator where appropriate. 

 P 

9.6.3.8 It will generally not be permissible to interrupt supplies to 
DNO Customers for the purposes of re-synchronisation. 
The design of the islanded system shall ensure that 
synchronising facilities are provided at the point of 
isolation between the islanded network and the DNO 
supply. Specific arrangements for this should be agreed 
and recorded in the Connection Agreement with the 
DNO. If no facilities exist for the subsequent re-
synchronisation with the rest of the DNO’s Distribution 
Network then the Generator will, under DNO instruction, 
ensure that the Power Generating Module is 
disconnected for re-synchronisation. 

 P 

9.7 Fault Contributions and Switchgear Considerations P 
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10 PROTECTION P 

10.1 General P 

10.1.1 The main function of the protection systems and settings 
described in this document is to prevent the Power 
Generating Module supporting an islanded section of the 
Distribution Network when it would or could pose a 
hazard to the Distribution Network or Customers 
connected to it. The settings recognize the need to avoid 
nuisance tripping and therefore require a two stage 
approach where practicable, ie to have a long time delay 
for smaller excursions that may be experienced during 
normal Distribution Network operation, to avoid nuisance 
tripping, but with a faster trip, where possible, for greater 
excursions. 

 P 

10.1.2 In accordance with established practice it is for the 
Generator to install, own and maintain this protection. 
The Generator can therefore determine the approach, ie 
per Power Generating Module or per installation, and 
where in the installation the protection is sited. 

 P 

10.1.3 Where a common protection system is used to provide 
the protection function for multiple Power Generating 
Modules the complete installation cannot be considered 
to comprise Fully Type Tested Power Generating 
Modules if the protection and connections are made up 
on site and so cannot be factory tested or Type Tested. If 
the units or Power Generating Modules are specifically 
designed to be interconnected on site via plugs and 
sockets, then provided the assembly passes the function 
tests required in Annex A.2 (Form A2-4), the Power 
Generating Modules can retain Type Tested status. 

 P 
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10.1.4 Type Tested Interface Protection shall have protection 
settings set during manufacture. An Interface Protection 
device or relay can only be considered Type Tested if:  

(a) The frequency and LoM protection settings are 
factory set in firmware by the Manufacturer to those 
in Table 10.1 and cannot be changed outside the 
factory (except as provided by (e) below).  

(b) The voltage protection settings are factory set to 
those in Table 10.1 and can be changed by 
agreement with the DNO and by personnel 
specifically instructed by the Generator to make this 
change.  

(c) The access by the personnel specifically instructed 
shall be controlled by a password, pin or a physical 
switch that has the facility to be sealed.  

(d) Any Interface Protection device functionality other 
than the voltage protection settings (eg such as any 
auto reclosing functionality) can only be changed by 
personnel specifically empowered to do so by the 
Generator.  

(e) Any changes to device firmware etc, where Type 
Tested status is to be retained, outside of the 
original factory environment shall be undertaken by 
personnel specifically empowered and equipped for 
that task by the Manufacturer. 

 P 

10.1.5 Once the Power Generating Modules has been installed 
and commissioned the protection settings shall only be 
altered following written agreement between the DNO 
and the Generator. 

 P 

10.1.6 In exceptional circumstances additional protection may 
be required by the DNO to protect the Distribution 
Network and its Customers from the Power Generating 
Module. 

 P 

10.1.7 Note that where the Generator installs an Export Limiting 
Scheme in accordance with EREC G100 the installation 
will also need to comply with the requirements of that 
EREC. 

 P 

10.2 Co-ordinating with DNO’s Distribution Network’s Existing Protection P 
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10.2.1 It will be necessary for the protection associated with 
Power Generating Modules to co-ordinate with the 
Protection associated with the DNO’s Distribution 
Network as follows: 

(a) For Power Generating Modules directly connected 
to the DNO’s Distribution Network the Power 
Generating Module must meet the target clearance 
times for fault current interchange with the DNO’s 
Distribution Network in order to reduce to a 
minimum the impact on the DNO’s Distribution 
Network of faults on circuits owned by the 
Generator. The DNO will ensure that the DNO 
protection settings meet its own target clearance 
times. 

The target clearance times are measured from fault 
current inception to arc extinction and will be 
specified by the DNO to meet the requirements of 
the relevant part of the Distribution Network.  

(b) The settings of any protection controlling a circuit 
breaker or the operating values of any automatic 
switching device at any point of connection with the 
DNO’s Distribution Network, as well as the 
Generator’s maintenance and testing regime, shall 
be agreed between the DNO and the Generator in 
writing during the connection consultation process.  

 P 

 It will be necessary for the Power Generating Module 
protection to co-ordinate with any auto-reclose policy 
specified by the DNO. In particular the Power Generating 
Module protection should detect a loss of mains situation 
and disconnect the Power Generating Module in a time 
shorter than any auto reclose dead time. This should 
include an allowance for circuit breaker operation and 
generally a minimum of 0.5 s should be allowed for this. 
For auto-reclosers set with a dead time of 3 s, this 
implies a maximum Interface Protection response time of 
2.5 s. Where auto-reclosers have a dead time of less 
than 3 s, there may be a need to reduce the operating 
time of the Interface Protection. For Type Tested Power 
Park Modules no changes are required to the operating 
times irrespective of the auto-reclose times. In all other 
cases where the auto-recloser dead time is less than 3 s 
the Generator will need to agree site-specific Interface 
Protection settings with the DNO. 

 P 

10.2.2 Specific protection required for Power Generating 
Modules 

 P 
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 In addition to any protection installed by the Generator to 
meet his own requirements and statutory obligations on 
him, the Generator must install protection to achieve the 
following objectives:  

(a) For all Power Generating Modules:  

i. To disconnect the Power Generating Module 
from the system when a system abnormality 
occurs that results in an unacceptable deviation 
of the frequency or voltage at the Connection 
Point, recognizing the requirements to ride 
through faults as detailed in Sections 12.3 and 
13.4; 

ii. To ensure the automatic disconnection of the 
Power Generating Module, or where there is 
constant supervision of an installation, the 
operation of an alarm with an audio and visual 
indication, in the event of any failure of supplies 
to the protective equipment that would inhibit its 
correct operation.  

 P 

 (b) For polyphase Power Generating Modules:  

i. To inhibit connection of Power Generating 
Modules to the system unless all phases of the 
DNO’s Distribution Network are present and 
within the agreed ranges of protection settings;  

ii. To disconnect the Power Generating Module 
from the system in the event of the loss of one 
or more phases of the DNO’s Distribution 
Network; 

 P 

 (c) For single phase Power Generating Modules:  

i. To inhibit connection of Power Generating 
Modules to the system unless that phase of the 
DNO’s Distribution Network is present and 
within the agreed ranges of protection settings;  

ii. To disconnect the Power Generating Module 
from the system in the event of the loss of that 
phase of the DNO’s Distribution Network; 

 N/A 

10.3 Protection Requirements P 

10.3.1 Suitable protection arrangements and settings will 
depend upon the particular Generator installation and the 
requirements of the DNO’s Distribution Network. These 
individual requirements must be ascertained in 
discussions with the DNO. To achieve the objectives 
above, the protection must include the detection of: 

• Under Voltage (1 stage); 

• Over Voltage (2 stage); 

• Under Frequency (2 stage); 

• Over Frequency (1 stage); 

• Loss of Mains (LoM). 

 P 
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 The LoM protection will depend for its operation on the 
detection of some suitable parameter, for example, rate 
of change of frequency (RoCoF), or unbalanced 
voltages. More details on LoM protection are given in 
Section 10.4. 

 P 

10.3.2 The protective equipment, provided by the Generator, to 
meet the requirements of this section must be installed in 
a suitable location that affords visual inspection of the 
protection settings and trip indicators and is secure from 
interference by unauthorised personnel. 

 P 

10.3.3 nstallation of automatic reconnection systems for Type 
B, Type C and Type D shall be subject to prior 
authorisation by the DNO. Unless Generators of Type D 
Power Generating Modules have prior authorisation from 
the DNO for the installation of automatic reconnection 
systems, they shall obtain authorisation from the DNO, 
or ISOP where the Generator has a CUSC contract, as 
applicable, prior to synchronisation. 

Type A Power Generating 
Modules. 

N/A 

10.3.4 The frequency and voltage at the DNO’s side of the 
supply terminals at the Connection Point shall be within 
the frequency and voltage ranges of the Interface 
Protection as listed in paragraph 10.6.7 for at least 20 s 
before the Power Generating Module is allowed to 
automatically reconnect to the DNO’s Distribution 
Network. There is in general no maximum admissible 
ramp rate for Active Power output on connecting or 
reconnecting, although it is a requirement to state the 
assumed maximum ramp rate for the Power Generating 
Module as part of the application for connection. If a 
network specific issue requires a maximum admissible 
ramp rate of Active Power output on connection it will be 
specified by in the Connection Agreement.   

 P 

10.3.5 If automatic resetting of the protective equipment is 
used, there shall be a time delay to ensure that healthy 
supply conditions exist for a minimum continuous period 
of 20 s. Reset times may need to be coordinated where 
more than one 18 Power Generating Module is 
connected to the same feeder. The automatic reset shall 
be inhibited for faults on the Generator’s Installation. 

 P 

10.3.6 Protection equipment is required to function correctly 
within the environment in which it is placed and shall 
satisfy the following standards: 

• BS EN 61000 (Electromagnetic Standards);  

• BS EN 60255 (Electrical Relays);  

• BS EN 61810 (Electrical Elementary Relays);  

• BS EN 60947 (Low Voltage Switchgear and Control 
gear);  

• BS EN 61869 (Instrument Transformers; Additional 
requirements for current transformers).  

• Where these standards have more than one part, 
the requirements of all such parts shall be satisfied, 
so far as they are applicable. 

 P 
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10.3.7 Protection equipment and protection functions may be 
installed within, or form part of the Power Generating 
Module control equipment as long as:  

(a) the control equipment satisfies all the requirements 
of Section 10 including the relevant standards 
specified in paragraph 10.3.6;  

(b) the Power Generating Module shuts down in a 
controlled and safe manner should there be an 
equipment failure that affects both the protection 
and control functionality, for example a power 
supply failure or microprocessor failure; and  

(c) (c) the equipment is designed and installed so that 
protection calibration and functional tests can be 
carried out easily and safely using secondary 
injection techniques (ie using separate Low Voltage 
test equipment).  

 P 

10.3.8 The health of protection tripping and/or auxiliary supplies 
must be monitored such that any failure of these supplies 
is either brought to the immediate attention of the 
Generator via an automatic alarm that is monitored by 
the Generator in real time, or the failure of the protection 
tripping and/or auxiliary supplies causes the Power 
Generation Module to be tripped, and reconnection 
prevented before restoration of the protection tripping 
and/or auxiliary supplies that have been lost. 

 P 

10.4 Loss of Mains (LoM) P 

10.4.1 To achieve the objectives of Section 10.1.1, in addition to 
protection installed by the Generator for his own 
purposes, the Generator must install protection to 
achieve (amongst other things) disconnection of the 
Power Generating Module from the Distribution Network 
in the event of loss of one or more phases of the DNOs 
supply. 

 P 

10.4.2 LoM protection is required for all Type A, Type B and 
Type C Power Generating Modules. For Type D Power 
Generating Modules the DNO will advise if LoM 
protection is required. The requirements of paragraph 
10.6.2 apply to LoM protection for all Power Generating 
Modules. 

 P 

10.4.3 A problem can arise for Generators who operate a 
Power Generating Module in parallel with the Distribution 
Network prior to a failure of the network supply because 
if their Power Generating Module continues to operate in 
some manner, even for a relatively short period of time, 
there is a risk that when the network supply is restored 
the Power Generating Module will be out of Synchronism 
with the Total System and suffer damage. LoM 
protection can be employed to disconnect the Power 
Generating Module immediately after the supply is lost, 
thereby avoiding damage to the Power Generating 
Module. 

 P 
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10.4.4 Where the amount of Distribution Network load that the 
Power Generating Module will attempt to pick up 
following a fault on the Distribution Network is 
significantly more than its capability the Power 
Generating Module will rapidly disconnect, or stall. 
However, depending on the exact conditions at the time 
of the Distribution Network failure, there may or may not 
be a sufficient change of load on the Power Generating 
Module to be able to reliably detect the failure. The 
Distribution Network failure may result in one of the 
following load conditions being experienced by the 
Power Generating Module:  

(a) The load may slightly increase or reduce, but 
remain within the capability of the Power Generating 
Module. There may even be no change of load;  

(b) The load may increase above the capability of the 
prime mover, in which case the Power Generating 
Module will slow down, even though the alternator 
may maintain voltage and current within its capacity. 
This condition of speed/frequency reduction can be 
easily detected; or  

(c) The load may increase to several times the 
capability of the Power Generating Module, in which 
case the following easily detectable conditions will 
occur:  

• Overload and accompanying speed/frequency 
reduction  

• Over current and under voltage on the alternator 

 P 

10.4.5 Conditions (b) and (c) are easily detected by the under 
and over voltage and frequency protection required in 
this document. However, condition (a) presents most 
difficulty, particularly if the load change is extremely 
small and therefore there is a possibility that part of the 
Distribution Network supply being supplied by the Power 
Generating Module will be out of Synchronism with the 
Total System. LoM protection is designed to detect these 
conditions. 

 P 

10.4.6 LoM signals can also be provided by means of 
intertripping signals from circuit breakers that have 
operated in response to the Distribution Network fault. 

 P 
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10.4.7 The LoM protection can utilise one or a combination of 
the passive protection principles such as reverse Active 
Power flow, reverse Reactive Power and rate of change 
of frequency (RoCoF). Alternatively, active methods such 
as reactive export error detection or frequency shifting 
may be employed. These may be arranged to trip the 
interface circuit breaker at the DNO Generator interface, 
thus, leaving the Power Generating Module available to 
satisfy the load requirements of the site or the Power 
Generating Module circuit breaker can be tripped, 
leaving the breaker at the interface closed and ready to 
resume supply when the Distribution Network supply is 
restored. The most appropriate arrangement is subject to 
agreement between the DNO and Generator. 

See appended table. P 

10.4.8 Protection based on measurement of reverse flow of 
Active Power or Reactive Power can be used when 
circumstances permit and must be set to suit the Power 
Generating Module rating, the site load conditions and 
requirements for Reactive Power. 

 P 

10.4.9 Where the Power Generating Facility capacity is such 
that the site will always import power from the 
Distribution Network, a reverse power relay may be used 
to detect failure of the supply. It will usually be 
appropriate to monitor all three phases for reverse 
power. 

 P 

10.4.10 However, where the Power Generating Facilities normal 
mode of operation is to export power, it is not possible to 
use a reverse power relay and consequently failure of 
the supply cannot be detected by measurement of 
reverse power flow. The protection should then be 
specifically designed to detect loss of the mains 
connection using techniques to detect the rate of change 
of frequency and/or Power Factor. All these techniques 
are susceptible to Distribution Network conditions and 
the changes that occur without islanding taking place. 
These relays must be set to prevent islanding but with 
the best possible immunity to unwanted nuisance 
operation. 

 P 

10.4.11 RoCoF relays use a measurement of the period of the 
mains voltage cycle. The RoCoF technique measures 
the rate of change in frequency caused by any difference 
between prime mover power and electrical output power 
of the Power Generating Module over a number of 
cycles. RoCoF relays should normally ignore the slow 
changes but respond to relatively rapid changes of 
frequency which occur when the Power Generating 
Module becomes disconnected from the Total System. 
The voltage vector shift technique is not an acceptable 
loss of mains protection. 

 P 
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10.4.12 Should spurious tripping present a nuisance to the 
Generator, the cause must be jointly sought with the 
DNO. Raising settings on any relay to avoid spurious 
operation may reduce a relay's capability to detect 
islanding and it is important to evaluate fully such 
changes. Annex D.2 provides some guidance for 
assessments, which assume that during a short period of 
islanding the trapped load is unchanged. In some 
circumstances it may be necessary to employ a different 
technique, or a combination of techniques to satisfy the 
conflicting requirements of safety and avoidance of 
nuisance tripping. In those cases where the DNO 
requires LoM protection this must be provided by a 
means not susceptible to spurious or nuisance tripping, 
eg intertripping. 

 P 

10.4.13 For a radial or simple Distribution Network controlled by 
circuit breakers that would clearly disconnect the entire 
circuit and associated Power Generating Module, for a 
LoM event an intertripping scheme can be easy to 
design and install. For meshed or ring Distribution 
Networks, it can be difficult to define which circuit 
breakers may need to be incorporated in an intertripping 
scheme to detect a LoM event and the inherent risks 
associated with a complex system should be considered 
alongside those associated with a using simple, but 
potentially less discriminatory LoM relay. 

 P 

10.4.14 It is the responsibility of the Generator to incorporate 
what they believe to be the most appropriate technique 
or combination of techniques to detect a LoM event in his 
protection systems. This will be based on knowledge of 
the Power Generating Module, site and network load 
conditions. The DNO will assist in the decision making 
process by providing information on the Distribution 
Network and its loads. The settings applied must be 
biased to ensure detection of islanding under all practical 
operating conditions. 

 P 

10.5 Additional DNO Protection P 

10.5.1 Following the DNO connection study, the risk presented 
to the Distribution Network by the connection of a Power 
Generating Module may require additional protection to 
be installed and may include the detection of:  

• Neutral Voltage Displacement (NVD);  

• Over Current;  

• Earth Fault;  

• Reverse Power.  

 P 

10.5.2 Neutral Voltage Displacement (NVD) Protection  N/A 

10.6 Protection Settings P 

10.6.1 The following notes aim to explain the settings 
requirements as given in Section 10.6.7 below. 

 P 

10.6.2 Loss of Mains  See appended table. P 
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 A LoM protection of the RoCoF type will generally be 
appropriate for Type A, Type B and Type C Power 
Generating Modules, but this type of LoM protection 
must not be installed for Power Generating Facilities at 
or above 50 MW. In those cases where the DNO 
requires LoM protection this must be provided by a 
means not susceptible to spurious or nuisance tripping, 
eg intertripping. 

 P 

10.6.3 Under Voltage See appended table. P 

 In order to help maintain Total System Stability, the 
protection settings aim to facilitate transmission fault ride 
through capability (as required in Sections 12.3 and 13.3 
below). The overall aim is to ensure that Power 
Generating Module is not disconnected from the 
Distribution Network unless there is material disturbance 
on the Distribution Network, as disconnecting generation 
unnecessarily will tend to make an under voltage 
situation worse. To maximize the transmission fault ride 
through capability a single undervoltage setting of - 20% 
with a time delay of 2.5 s should be applied. 

 P 

10.6.4 Over Voltage  See appended table. P 

 Over voltages are potentially more dangerous than under 
voltages and hence the acceptable excursions from the 
norm are smaller and time delays shorter, a 2-Stage over 
voltage protection6 is to be applied as follows: 

• Stage 1 (LV) should have a setting of +14% (ie the 
LV statutory upper voltage limit of +10%, with a 
further 4% permitted for voltage rise internal to the 
Generator’s Installation and measurement errors ), 
with a time delay of 1.0 s (to avoid nuisance tripping 
for short duration excursions);  

• Stage 2 (LV) should have a setting of +19% with a 
time delay of 0.5 s (ie recognising the need to 
disconnect quickly for a material excursion); 

 P 

 • Stage 1 (HV) should have a setting of +10% with a 
time delay of 1.0 s (ie the HV statutory upper 
voltage limit of +6%, with a further 4% permitted for 
voltage rise internal to the Generator’s Installation 
and measurement errors), with a time delay of 1.0 s 
to avoid nuisance tripping for short duration 
excursions);  

• Stage 2 (HV) should have a setting of +13% with a 
time delay of 0.5 s (ie recognising the need to 
disconnect quickly for a material excursion).  

 N/A 
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 To achieve high utilisation and Distribution Network 
efficiency, it is common for the HV Distribution Network 
to be normally operated near to the upper statutory 
voltage limits. The presence of Power Generating 
Module within such Distribution Network may increase 
the risk of the statutory limit being exceeded, eg when 
the Distribution Network is operating abnormally. In such 
cases the DNO may specify additional over voltage 
protection at the Power Generating Module Connection 
Point. This protection will typically have an operating 
time delay long enough to permit the correction of 
transient over voltages by automatic tap-changers. 

 N/A 

10.6.5 Over Frequency  P 

 Power Generating Modules are required to stay 
connected to the Total System for frequencies up to 52 
Hz for up to 15 minutes so as to provide the necessary 
regulation to control the Total System frequency to a 
satisfactory level. In order to prevent the unnecessary 
disconnection of a large volume of smaller Power 
Generating Module for all LV and HV connected Power 
Generating Module a single stage protection is to be 
applied that has a time delay of 0.5 s and a setting of 52 
Hz. If the frequency rises to or above 52 Hz as the result 
of an undetected islanding condition, the Power 
Generating Module will be disconnected with a delay of 
0.5 s plus circuit breaker operating time. 

See appended table. P 

10.6.6 Under Frequency  P 

 All Power Generating Facilities are required to maintain 
connection unless the Total System frequency falls 
below 47.5 Hz for 20 s or below 47 Hz.  

For all LV and HV connected Power Generating Module, 
the following 2-stage under frequency protection should 
be applied:  

• Stage 1 should have a setting of 47.5 Hz with a time 
delay of 20 s;  

• Stage 2 should have a setting of 47.0 Hz with a time 
delay of 0.5 s; 

See appended table. P 

10.6.7 Protection Settings   P 
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10.6.7.1 

 

 P 

 (1) HV and LV Protection settings are to be applied 
according to the voltage at which the voltage related 
protection reference is measuring, eg:  

• If the EREC G99 protection takes its voltage reference 
from an LV source then LV settings shall be applied. 
Where a private non standard LV network exists the 
settings shall be calculated from HV settings values as 
indicated by Section 10.6.14;  

• If the EREC G99 protection takes its voltage reference 
from an HV source then HV settings shall be applied.  

†A value of 230 V shall be used in all cases for Power 
Generating Facilities connected to a DNO’s LV 
Distribution Network ie the U/V LV trip setting is 184 V, 
the O/V stage 1 setting is 262.2 V and the O/V stage 2 
setting is 273.7 V.  

‡A value to suit the nominal voltage of the HV 
Connection Point.  

* Might need to be reduced if auto-reclose times are <3 
s. (see 10.2.1).  

# Intertripping may be considered as an alternative to the 
use of a LoM relay.  

$ For voltages greater than 230 V +19% which are 
present for periods of<0.5 s the Power Generating 
Module is permitted to reduce/cease exporting in order to 
protect the Power Generating Module. 

 P 
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 The required RoCoF protection requirement is expressed 
in Hertz per second (Hzs-1). The time delay should begin 
when the measured RoCoF exceeds the threshold 
expressed in Hzs-1. The time delay should be reset if 
measured RoCoF falls below that threshold. The relay 
must not trip unless the measured rate remains above 
the threshold expressed in Hzs-1 continuously for 500 
ms. Setting the number of cycles on the relay used to 
calculate the RoCoF is not an acceptable implementation 
of the time delay since the relay would trip in less than 
500 ms if the system RoCoF was significantly higher 
than the threshold. 

 P 

 (2) Note that the times in the table are the time delays to 
be set on the appropriate relays. Total protection 
operating time from condition detection to circuit breaker 
opening will be of the order of 100 ms longer than the 
time delay settings in the above table with most circuit 
breakers, slower operation is acceptable in some cases. 

 P 

 The Manufacturer must ensure that the Interface 
Protection in a Type Tested Power Generating Module is 
capable of measuring voltage to an accuracy of ±1.5% of 
the nominal value and of measuring frequency to ± 0.2% 
of the nominal value across its operating range of 
voltage, frequency and temperature. 

 P 

10.6.7.2 

 

†A value of 230 V shall be used in all cases for Power 
Generating Facilities connected to a DNO’s LV 
Distribution Network (ie the U/V LV trip setting is 207 V 
and the O/V trip setting is 262.2 V).  

‡A value to suit the voltage of the HV Connection Point. 

Long-Term Parallel 
Operation. 

N/A 

10.6.8 Over and Under voltage protection must operate 
independently for all three phases in all cases. 

 P 

10.6.9 The settings in Table 10.1 should generally be applied to 
all Power Generating Modules. In exceptional 
circumstances Generators have the option to agree 
alternative settings with the DNO if there are valid 
justifications in that the Power Generating Module may 
become unstable or suffer damage with the settings 
specified in Table 10.1. The agreed settings should be 
recorded in the Connection Agreement. 

 P 
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10.6.10 Once the settings of relays have been agreed between 
the Generator and the DNO they must not be altered 
without the written agreement of the DNO. Any revised 
settings should be recorded again in the amended 
Connection Agreement. 

 P 

10.6.11 The under/over voltage and frequency protection may be 
duplicated to protect the Power Generating Module when 
operating in island mode although different settings may 
be required. 

 P 

10.6.12 For LV connected Power Generating Modules the 
voltage settings will be based on the 230 V nominal 
system voltage. In some cases Power Generating 
Modules may be connected to LV systems with non-
standard operating voltages. Paragraph 10.6.14 details 
how suitable settings can be calculated based upon the 
HV connected settings in Table 10.1. Note that Power 
Generating Modules with non-standard LV protection 
settings need to be agreed by the DNO on a case by 
case basis. 

 P 

10.6.13 Where an installation contains Power Factor correction 
equipment which has a variable susceptance controlled 
to meet the Reactive Power demands, the probability of 
sustained generation is increased. For LV installations, 
additional protective equipment provided by the 
Generator, is required as in the case of self-excited 
asynchronous machines. 

No such equipment used. N/A 

10.6.14 Non-Standard private LV networks calculation of 
appropriate protection settings 

 N/A 

10.6.15 The Generator shall provide a means of displaying the 
protection settings so that they can be inspected if 
required by the DNO to confirm that the correct settings 
have been applied. The Manufacturer needs to establish 
a secure way of displaying the settings in one of the 
following ways:  

(a) A display on a screen which can be read;  

(b) A display on an electronic device which can 
communicate with the Power Generating Module 
and confirm that it is the correct device by means of 
a Identification number / name permanently fixed to 
the device and visible on the electronic device 
screen at the same time as the settings; 

(c) Display of all settings including nominal voltage and 
current outputs, alongside the identification number 
/ name of the device, permanently fixed to the 
Power Generating Module.  

 P 
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 The provision of loose documents, documents attached 
by cable ties etc., a statement that the device conforms 
with a standard, or provision of data on adhesive paper 
based products which are not likely to survive due to 
fading, or failure of the adhesive, for at least 20 years is 
not acceptable.  

The protection arrangements (including changes to 
protection arrangements) for individual schemes will be 
agreed between the Generator and the DNO in 
accordance with this document. 

 P 

10.6.16 Whilst the protection schemes and settings for internal 
electrical faults should mitigate any damage to the Power 
Generating Module they must not jeopardise the 
performance of a Power Generating Module, in line with 
the requirements set out in this EREC. 

 P 

10.6.17 The Generator shall organise its protection and control 
devices in accordance with the following priority ranking 
(from highest to lowest) for Type B, Type C and Type D 
Power Generating Modules: 

(a) network and Power Generating Module protection;  

(b) synthetic inertia, if applicable;  

(c) frequency control (Active Power adjustment -if any);  

(d) power restriction (if any); and  

(e) power gradient constraint (if any).  

Type A Power Generating 
Module. 

N/A 

10.6.18 For the avoidance of doubt where an internal fault on the 
Power Generating Module occurs during any significant 
event on the Total System, the Power Generating 
Module’s internal protection should trip the module to 
ensure safety and minimise damage to the Power 
Generating Module. 

 P 

10.7 Typical Protection Application Diagrams Info. 

10.7.1 This Section provides some typical protection application 
diagrams in relation to parallel operation of Power 
Generating Modules within DNO Distribution Networks. 
The diagrams only relate to DNO requirements in 
respect of the connection to the Distribution Network and 
do not necessarily cover the safety of the Generator’s 
Installation. The diagrams are intended to illustrate 
typical installations. 

 Info. 

11 TYPE A POWER GENERATING MODULE TECHNICAL REQUIREMENTS P 

11.1 Power Generating Module Performance and Control 
Requirements – General 

 P 

11.1.1 The requirements of this Section 11 do not apply in full 
to: 

(a) Power Generation Facilities that are designed and 
installed for infrequent short-term parallel operation 
only; or 

(b) Electricity Storage Power Generation Modules 
within the Power Generating Facility commissioned 
before 01 September 2022. 

 Info. 
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11.1.2 The Active Power output of a Power Generating Module 
should not be affected by voltage changes within the 
statutory limits declared by the DNO in accordance with 
the ESQCR. 

 P 

11.1.3 Power Generating Modules connected to the DNO’s 
Distribution Network shall be equipped with a logic 
interface (input port) in order to cease Active Power 
output within 5 s following an instruction being received 
at the input port. 

 P 

11.1.3.1 By default the DNO logic interface will take the form of a 
simple binary output that can be operated by a simple 
switch or contactor. When the switch is closed the Power 
Generating Module can operate normally. When the 
switch is opened the Power Generating Module will 
reduce its Active Power to zero within 5 s. The signal 
from the Power Generating Module that is being 
switched can be either AC (maximum value 240 V) or 
DC (maximum value 110 V). If the DNO wishes to make 
use of the facility to cease Active Power output the DNO 
will agree with the Generator how the communication 
path is to be achieved. 

 P 

11.1.4 Each item of a Power Generating Module and its 
associated control equipment must be designed for 
stable operation in parallel with the Distribution Network. 

 P 

11.1.5 When operating at rated power the Power Generating 
Module shall be capable of operating at a Power Factor 
within the range 0.95 lagging to 0.95 leading relative to 
the voltage waveform unless otherwise agreed with the 
DNO. 

 P 

11.1.6 As part of the connection application process the 
Generator shall agree with the DNO the set points of the 
control scheme for voltage control, Power Factor control 
or Reactive Power control as appropriate. These 
settings, and any changes to these settings, shall be 
agreed with the DNO and recorded in the Connection 
Agreement. The information to be provided is detailed in 
Schedule 5a and Schedule 5b of the Data Registration 
Code. 

 P 

11.1.7 Load flow and System Stability studies may be 
necessary to determine any output constraints or post 
fault actions necessary for n-1 fault conditions and 
credible n-2 conditions (where n-1 and n-2 conditions are 
the first and second outage conditions as, for example, 
specified in EREC P2) involving a mixture of fault and 
planned outages. The Connection Agreement should 
include details of the relevant outage conditions. It may 
be necessary under these fault conditions, where the 
combination of Power Generating Module output, load 
and through flow levels leads to circuit overloading, to 
rapidly disconnect or constrain the Power Generating 
Module. 

 P 

11.2 Frequency response P 
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11.2.1 Under abnormal conditions automatic low-frequency 
load-shedding provides for load reduction down to 47 Hz. 
In exceptional circumstances, the frequency of the 
DNO’s Distribution Network could rise above 50.5 Hz. 
Therefore all Power Generating Modules should be 
capable of continuing to operate in parallel with the 
Distribution Network in accordance with the following: 

 P 

 (a) 47 Hz – 47.5 Hz Operation for a period of at least 20 
s is required each time the frequency is within this 
range. 

(b) 47.5 Hz – 49.0 Hz Operation for a period of at least 
90 minutes is required each time the frequency is 
within this range.  

(c) 49.0 Hz – 51.0 Hz Continuous operation of the 
Power Generating Module is required.  

(d) 51.0 Hz –51.5 Hz Operation for a period of at least 
90 minutes is required each time the frequency is 
within this range.  

(e) 51.5 Hz – 52 Hz Operation for a period of at least 15 
minutes is required each time the frequency is 
within this range.  

See appended table. P 

11.2.2 With regard to the rate of change of frequency withstand 
capability, a Power Generating Module shall be capable 
of staying connected to the Distribution Network and 
operate at rates of change of frequency up to 1 Hzs-1 as 
measured over a period of 500 ms unless disconnection 
was triggered by a rate of change of frequency type loss 
of mains protection or by the Power Generating Module’s 
own protection system for a co-incident internal fault as 
detailed in paragraph 10.6.18. 

 P 

11.2.3 Output power with falling frequency  P 

11.2.3.1 Each Power Generating Module, shall be capable of:  P 

 (a) continuously maintaining constant Active Power 
output for system frequency changes within the 
range 50.5 to 49.5 Hz; and 

 P 
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 (b) (subject to the provisions of paragraph 11.2.1) 
maintaining its Active Power output at a level not 
lower than the figure determined by the linear 
relationship shown in Figure 11.1 for system 
frequency changes within the range 49.5 to 47 Hz 
for all ambient temperatures up to and including 
25°C, such that if the system frequency drops to 47 
Hz the Active Power output does not decrease by 
more than 5%. In the case of a CCGT Module this 
requirement shall be retained down to 48.8 Hz, 
which reflects the first stage of the automatic Low 
Frequency Demand Disconnection scheme. For 
system frequency below 48.8 Hz, the existing 
requirements shall be retained for a minimum period 
of 5 minutes while system frequency remains below 
48.8Hz, and any special measure(s) that may be 
required to meet this requirement shall be kept in 
service during this period. After that 5 minute period, 
if system frequency remains below the 49.5 Hz 
threshold, the special measure(s) must be 
discontinued if there is a materially increased risk of 
the Gas Turbine tripping. The need for special 
measure(s) is linked to the inherent Gas Turbine 
Active Power output reduction caused by reduced 
shaft speed due to falling system frequency. Where 
the need for special measures is identified in order 
to maintain output in line with the level identified in 
Figure 11.1 these measures should still be 
continued at ambient temperatures above 25°C 
maintaining as much of the Active Power achievable 
within the capability of the plant. 

 

 P 

11.2.3.2 For the avoidance of doubt in the case of a Power 
Generating Module using an Intermittent Power Source 
where the power input will not be constant over time, the 
requirement is that the Active Power output shall be 
independent of system frequency under (a) above and 
should not drop with system frequency by greater than 
the amount specified in (b) above. 

 P 

11.2.3.3 Electricity Storage Power Generating Modules when 
operating in an importing mode of operation: 

 P 
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11.2.3.3.1 Each Generator in respect of an Electricity Storage 
Power Generating Module is required to meet the 
requirements of 11.2.3.3.1 (a) – (f): 

(a) Be capable of automatically maintaining its Active 
Power output within the shaded operating region shown 
in Figure 11.2 until the stored energy has been depleted. 
The Electricity Storage Power Generating Module could 
initially be operating at any level of import between zero 
Active Power and the Rated Import Power within a 
system frequency range of 50 Hz and 49.5 Hz as shown 
in Figure 11.2. The Electricity Storage Power Generating 
Module is only required to reach its Registered Capacity 
if the Electricity Storage Power Generating Module has 
headroom and the ability to increase Active Power 
output. A typical value of the Droop would be 0.6% 
where this does not result in control system instability or 
plant difficulties. In all cases the Droop shall be between 
0.6% and 1.2% and shall be agreed with the DNO. 

(b) Automatically respond in accordance with the 
characteristic of Figure 11.2 when the system frequency 
falls to 49.5 Hz and below.  

(c) The reduction in Active Power import (during an 
import mode of operation), and the transition to the final 
value of Active Power output shall be continuously and 
linearly proportional, as far as is practicable, to the 
reduction in frequency below 49.5 Hz. Active Power 
output must be provided increasingly with time as 
required by 11.2.3.3.1 (d) below. 

(d) As much as possible of the proportional reduction in 
Active Power import must result from the frequency 
control device (or speed governor) action and must be 
achieved within 10 s of the time of the frequency 
decreases below 49.5 Hz. The Electricity Storage Power 
Generating Module shall be capable of initiating a power 
frequency response with an initial delay that is as short 
as possible. Delays that exceed 2 s shall be justified by 
the Generator providing technical evidence to the DNO 
and in any event as much as possible of the proportional 
reduction in Active Power import shall be achieved within 
10 s. This performance requirement is to be maintained 
when the Electricity Storage device makes the transition 
to an Active Power export mode of operation unless the 
energy store is depleted, in which case it shall be 
required to operate at zero Active Power output. 

(e) Where the Electricity Storage Power Generating 
Module is not capable of making a transition from import 
operation to export operation within 20 s of the frequency 
falling to 49.2 Hz, then it shall immediately reduce its 
Active Power import to zero. 

(f) If the Electricity Storage Power Generating Module 
has not achieved at least a zero Active Power import 
when the system frequency has reached 48.9 Hz, it shall 
be instantaneously tripped. Where an Electricity 

See appended table. P 
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Storage Power Generating Module trips, it shall not 
reconnect to the system until the conditions of 10.3.3 to 
10.3.5 are met. 

 

11.2.3.3.2 Where an Electricity Storage Power Generating Module 
was importing before the fall in frequency and has 
responded in accordance with the requirements of 
11.2.3.3.1, its performance, once the system frequency 
starts to rise above the minimum reached, shall be in 
accordance with Figure 11.3 in respect of the Active 
Power output and Active Power import. For example, 
Figure 11.3, illustrates the four operating points W, X, Y 
and Z. If points W, X, Y and Z denotes the minimum 
frequency that the Total System reached during a 
particular low system frequency event, as the system 
frequency starts to rise, the Active Power output of the 
Electricity Storage Power Generating Module should 
remain at a constant level (where the energy source has 
not been depleted) until 49.5 Hz is reached as denoted 
by the dashed black lines. Once the system frequency 
has risen above 49.5 Hz the Electricity Storage Power 
Generating Module is permitted to reduce Active Power 
output so long as it is operating within the shaded area 
above 49.5 Hz shown in Figure 11.3, unless the 
Electricity Storage Power Generating Module has 
insufficient capability in which case it shall operate at 
zero Active Power. 

 

See appended table. P 
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11.2.3.3.3 Where an Electricity Storage Power Generating Module 
is exporting Active 

Power (including zero) to the Total System and the 
system frequency falls 

below 49.5 Hz the requirements of 11.2.3.3.1 and 
11.2.3.3.2 shall apply. 

 P 

11.2.4 Limited Frequency Sensitive Mode – Over frequency  P 

11.2.4.1 Each Power Generating Module shall be capable of 
reducing Active Power output in response to the 
frequency on the Total System when this rises above 
50.4 Hz. The Power Generating Module shall be capable 
of operating stably during LFSM-O operation. If a Power 
Generating Module has been contracted to operate in 
Frequency Sensitive Mode the requirements of LFSM-O 
shall apply when the frequency exceeds 50.5 Hz. 

 P 

 (a) The rate of change of Active Power output shall be 
at a minimum rate of 2% of output per 0.1 Hz 
deviation of system frequency above 50.4 Hz (ie a 
Droop of 10%) as shown in Figure 11.4. For the 
avoidance of doubt, this would not preclude a 
Generator from designing the Power Generating 
Module with a Droop of less than 10%, but in all 
cases the Droop should be 2% or greater.  

See appended table. P 

 (b) The Power Generating Module shall be capable of 
initiating a power frequency response with an initial 
delay that is as short as possible. If the initial delay 
exceeds 2 s the Generator shall justify the delay, 
providing technical evidence to the DNO, who will 
pass this evidence to the ISOP. 

 P 

 (c) For deviations in frequency up to 50.9 Hz at least 
half of the proportional reduction in Active Power 
output shall be achieved within 10 s of the time of 
the frequency increase above 50.4 Hz. Refer to 
Figure A.7.10 for details. 

 P 

 (d) For deviations in frequency beyond 50.9 Hz the 
measured rate of change of Active Power reduction 
shall exceed 0.5% s-1 of the initial output. Refer to 
Figure A.7.9 for details. 

 P 

 (e) The LFMS-O response shall be reduced when the 
frequency subsequently falls again and, when to a 
value less than 50.4 Hz, at least half the 
proportional increase in Active Power shall be 
achieved in 10 s. For a frequency excursion 
returning from beyond 50.9 Hz the measured rate of 
change of Active Power increase shall t exceed 
0.5% s-1. 

 P 

 (f) If the reduction in Active Power is such that the 
Power Generation Module reaches its Minimum 
Stable Operating Level, it shall continue to operate 
stably at this level. 

 P 
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 P 

11.2.4.2 When the Power Generating Module is providing Limited 
Frequency Sensitive Mode Over frequency (LFSM-O) 
response it must continue to provide the frequency 
response until the frequency has returned to, or is below, 
50.4 Hz. 

 P 

11.2.4.3 Steady state operation below Minimum Generation is not 
expected but if system operating conditions cause 
operation below Minimum Generation which give rise to 
operational difficulties then the Generator shall be able to 
return the output of the Power Generating Module to an 
output of not less than the Minimum Generation. 

 P 

11.3 Fault Ride Through and Phase Voltage Unbalance P 

11.3.1 Where it has been specifically agreed between the DNO 
and the Generator that a Power Generating Facility will 
contribute to the DNO’s Distribution Network security, 
(eg for compliance with EREC P2) the Power Generating 
Module(s) may be required to withstand, without tripping, 
the effects of a close up three phase fault and the Phase 
(Voltage) Unbalance imposed during the clearance of a 
close-up phase-to-phase fault, in both cases cleared by 
the DNO’s main protection. The DNO will advise the 
Generator in each case of the likely tripping time of the 
DNO’s protection, and for phase-phase faults, the likely 
value of Phase (Voltage) Unbalance during the fault 
clearance time. 

 P 

11.3.2 In the case of phase to phase faults on the DNO’s 
system that are cleared by system back-up protection 
which will be within the plant short time rating on the 
DNO’s Distribution Network the DNO, on request during 
the connection process, will advise the Generator of the 
expected Phase (Voltage) Unbalance. 

 P 

11.4 Voltage Limits and Control P 
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11.4.1 Where a Power Generating Module is remote from a 
Network voltage control point it may be required to 
withstand voltages outside the normal statutory limits. In 
these circumstances, the DNO should agree with the 
Generator the declared voltage and voltage range at the 
Connection Point. Immunity of the Power Generating 
Module to voltage changes of ± 10% of the declared 
voltage is recommended, subject to design appraisal of 
individual installations. 

 P 

11.4.2 The connection of a Power Generating Module to the 
Distribution Network shall be designed in such a way that 
operation of the Power Generating Module does not 
adversely affect the voltage profile of and voltage control 
employed on the Distribution Network. ETR 126 provides 
DNOs with guidance on active management solutions to 
overcome voltage control limitations. Information on the 
voltage regulation and control arrangements will be 
made available by the DNO if requested by the 
Generator. 

 P 

11.4.3 The final responsibility for control of Distribution Network 
voltage does however remain with the DNO. 

 P 

11.4.4 Automatic Voltage Control (AVC) schemes employed by 
the DNO often assume that power flows from parts of the 
Distribution Network operating at a higher voltage to 
parts of the Distribution Network operating at lower 
voltages.  

 P 

11.4.5 Power Generating Modules can cause problems if 
connected to networks employing AVC schemes which 
use negative reactance compounding and line drop 
compensation due to changes in Active Power and 
Reactive Power flows. ETR 126 provides guidance on 
connecting generation to such networks using 
techniques such as removing the generation circuit from 
the AVC scheme using cancellation CTs. 

 P 

12 TYPE B POWER GENERATING MODULE TECHNICAL REQUIREMENTS N/A 

12.1 Power Generating Module Performance and Control Requirements - General N/A 

12.2 Frequency response N/A 

12.3 Fault Ride Through and Phase Voltage Unbalance N/A 

12.4 Voltage Limits and Control N/A 

12.5 Reactive Capability N/A 

12.6 Fast Fault Current Injection N/A 

12.7 Operational monitoring N/A 

13 TYPE C AND TYPE D POWER GENERATING MODULE TECHNICAL 
REQUIREMENTS 

N/A 

13.1 Power Generating Module Performance and Control Requirements N/A 

13.2 Frequency response N/A 

13.3 Fault Ride Through N/A 
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13.4 Voltage Limits and Control N/A 

13.5 Reactive Capability N/A 

13.6 Fast Fault Current Injection N/A 

13.7 Black Start Capability and rapid re-synchronisation N/A 

13.8 Technical Requirements for Embedded Medium Power Stations N/A 

13.9 Operational monitoring  N/A 

13.10 Steady State Load Inaccuracies N/A 

14 INSTALLATION, OPERATION AND CONTROL INTERFACE P 

14.1 General P 

14.2 Isolation and Safety Labelling P 

14.2.1 Every Generator’s Installation which includes Power 
Generating Modules operating in parallel with the 
Distribution Network must include a means of isolation 
capable of disconnecting the whole of the Power 
Generating Module7 infeed to the Distribution Network. 
This equipment will normally be owned by the Generator, 
but may by agreement be owned by the DNO. 

 P 

14.2.2 The Generator must grant the DNO rights of access to 
the means of isolation without undue delay and the DNO 
must have the right to isolate the Power Generation 
Modules infeed at any time should such disconnection 
become necessary for safety reasons and in order to 
comply with statutory obligations. The isolating device 
should normally be installed at the Connection Point, but 
may be positioned elsewhere with the DNO’s agreement. 

 P 

14.2.3 To ensure that DNO staff and that of the Generator and 
their contractors are aware of the presence of a Power 
Generating Module, appropriate warning labels should 
be used. 

 P 
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14.2.4 Where the installation is connected to the DNO LV 
Distribution Network the Generator should generally 
provide labelling at the Connection Point (Fused Cut-
Out), meter position, consumer unit and at all points of 
isolation within the Generator’s premises to indicate the 
presence of a Power Generating Module. The labelling 
should be sufficiently robust and if necessary fixed in 
place to ensure that it remains legible and secure for the 
lifetime of the installation. The Health and Safety (Safety 
Signs & Signals) Regulations 1996 stipulates that labels 
should display the prescribed triangular shape, and size, 
using black on yellow colouring. A typical label, for both 
size and content, is shown below in Figure 14.1. 

 

 P 

14.3 Site Responsibility Schedule Info. 

14.4 Operational and Safety Aspects Info. 

14.5 Synchronizing and Operational Control P 

15 Common Compliance and Commissioning Requirements for all Power 
Generating Modules 

N/A 

15.1 Demonstration of Compliance N/A 

15.2 Wiring for Type Tested Power Generating Modules N/A 

15.3 Commissioning Tests / Checks required at all Power Generating Facilities N/A 

15.4 Additional Commissioning requirements for Non Type Tested Interface 
Protection 

N/A 

15.5 Compliance of Vehicle to Grid Electric Vehicles N/A 

15.6 Family approach to Type Testing N/A 

15.7 Compliance demonstration for Infrequent Short-Term Parallel Power 
Generating Modules 

N/A 

15.8 Compliance demonstration for long term parallel operation with islanding 
capability (OM2) and infrequent short term parallel operation (OM3) 

N/A 

15.9 Compliance monitoring N/A 

16 TYPE A COMPLIANCE TESTING, COMMISSIONING AND OPERATIONAL 
NOTIFICATION 

P 

16.1 Type Test Certification P 
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16.1.1 The Power Generating Module can comprise Fully Type 
Tested equipment or be made up of some Type Tested 
equipment and require additional site testing prior to 
operation. The use of Fully Type Tested equipment 
simplifies the connection process, the protection 
arrangements and reduces the commissioning test 
requirements. 

 P 

16.1.2 Type Tested certification is the responsibility of the 
Manufacturer. The Manufacturer shall submit the Type 
Test Verification Report confirming that the product has 
been Type Tested to satisfy the requirements of this 
EREC G99 to the Energy Networks Association (ENA) 
Type Test Verification Report Register. The report shall 
detail the type and model of product tested, the test 
conditions and results recorded. The report can include 
reference to Manufacturers’ Information.  

 P 

16.1.3 The required Type Test Verification Report and 
declarations including that for a Fully Type Tested Power 
Generating Module are shown in Annex A.2: 

 P 

 • Form A2-1 - Compliance Verification Report for 
Synchronous Power Generating Modules up to and 
including 50 kW,  

Inverter Connected Power 
Generating Modules. 

N/A 

 • Form A2-2 Compliance Verification Report for 
Synchronous Power Generating Modules greater 
than> 50 kW and also for Synchronous Power 
Generating Modules ≤ 50 kW where the approach of 
this form is preferred to that in Form A2-1, or  

Inverter Connected Power 
Generating Modules. 

N/A 

 • Form A2-3 - Compliance Verification Report for 
Inverter Connected Power Generating Modules. 

 P 
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 The choice of compliance route available is shown in 
Figure 16-1 below. 

 

Compliance Verification 
Report A2-3 used. 

P 

 It is intended that the Manufacturers will use the 
requirements of this EREC G99 to develop type 
verification certification (ie the Compliance Verification 
Report as shown in Annex A.2) for each of their Power 
Generating Module models. 

 P 

 Form A2-3 caters for all asynchronous and inverter 
technologies of any size, with the exception of 
conventional induction Generating Units. Manufacturers 
of induction Generating Units may find it more 
appropriate to use forms A2-2 or A2-1 in preference to 
Form A2-3 (Annex A.2). 

 P 

16.1.4 Guidance for Manufacturers on type testing for Power 
Generating Modules is included in Annex A.7 of this 
document. 

 P 

16.1.5 Compliance with the requirements detailed in this EREC 
G99 will ensure that the Power Generating Module is 
considered to be approved for connection to the DNO’s 
Distribution Network. 

 P 

16.1.6 The Power Generating Module shall comply with all 
relevant UK and European Directives and should be 
labelled in accordance with those requirements. 

 P 

16.2 Connection Process P 
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16.2.1 The Installer shall discuss the installation project with the 
local DNO at the earliest opportunity. The connection 
application will need to be in format as shown in Annex 
A.1 (Form A1) or for Power Generating Modules greater 
than 50 kW by using the Standard Application Form 
(generally available from the DNOs website). Where a 
Power Generating Module is Fully Type Tested and 
registered with the Energy Networks Association Type 
Test Verification Report Register, the application should 
include the Manufacturer’s reference number (the 
Product ID), and the compliance test results do not need 
to be submitted as part of the application. 

Relied on installer. P 

16.2.2 On receipt of the application, the DNO will assess:  

• whether any Distribution Network studies are 
required;  

• whether there is a need for work on the Distribution 
Network before the Tested Power Generating 
Module can be connected to the Distribution 
Network; and  

• whether there is a requirement to witness the 
commissioning tests and checks.  

Fully Type Test. N/A 

16.2.3 Connection of the Power Generating Module is only 
allowed after the application for connection has been 
approved by the DNO and any DNO works facilitating the 
connection have been completed. 

It’s depended on installer 
and DNOs. 

N/A 

16.2.4 Where a Power Generating Module is not Fully Type 
Tested, the Generator or Installer shall provide the DNO 
with a Compliance Verification Report as per Annex A.2 
(Forms A2-1, A2-2 or A2-3 as applicable) confirming that 
the Power Generating Module has or will be tested to 
satisfy the requirements of this EREC G99. This should 
be provided prior to commencing commissioning. 

It’s depended on installer 
and DNOs. 

N/A 

16.2.5 Where Power Generating Modules require connection to 
the DNO’s Distribution Network in advance of the 
commissioning date, for the purposes of testing, the 
Power Generating Facility must comply with the 
requirements of the Connection Agreement. The 
Generator shall provide the DNO with a commissioning 
programme, which will be approved by the DNO if 
reasonable in the circumstances, to allow commissioning 
tests to be coordinated. 

It’s depended on installer 
and DNOs. 

N/A 
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16.2.6 Where commissioning tests are not witnessed, 
confirmation of the commissioning of each Power 
Generating Module will need to be made no later than 28 
days after commissioning; the format and content shall 
be as shown in Annex A.3 (Form A3) Installation 
Document. The Installer or Generator, as appropriate, 
shall complete the declaration at the bottom of the 
Installation Document (Form A3) noting that this 
declaration also covers the Site Compliance and 
Commissioning Test Form (Form A2-4). Where the tests 
are witnessed a copy shall be provided to the DNO at the 
time of commissioning. 

It’s depended on installer 
and DNOs. 

N/A 

16.2.7 It is the responsibility of the Generator (which may be 
delegated to the Installer) to ensure that the relevant 
information is forwarded to the local DNO. The pro forma 
in Annex A are designed to:  

(a) simplify the connection procedure for both DNO and 
Installer;  

(b) provide the DNO with all the information required to 
assess the potential impact of the Power Generating 
Module connection on the operation of the 
Distribution Network;  

(c) inform the DNO that the Generator’s Installation 
complies with the requirements of this EREC G99; 

(d) allow the DNO to accurately record the location of 
all Power Generating Modules connected to the 
Distribution Network.  

It’s depended on installer 
and DNOs. 

N/A 

16.3 Witnessing and Commissioning N/A 

16.4 Operational Notification N/A 

16.4.1 Notification that the Power Generating Module has been 
connected / commissioned is achieved by completing an 
Installation Document as per Annex A.3, which also 
includes the relevant details on the Generator’s 
Installation required by the DNO. 

 N/A 

16.4.2 The Installer, or an agent acting on behalf of the Installer, 
shall supply separate Installation Documents (Form A3-1 
(Annex A.3) for Type A Power Generating Modules or 
Form A3-2 (Annex A.3) for Integrated Micro Generation 
and Storage installations) for each Power Generating 
Facility installed under EREC G99 to the DNO. 
Documentation shall be supplied either at the time of 
commissioning (where tests are witnessed) or within 28 
days of the commissioning date (where the tests are not 
witnessed) and may be submitted electronically. 

It’s depended on installer 
and DNOs. 

N/A 

16.4.3 Generators who own Type A Power Generating Modules 
do not have permanent rights to operate their Power 
Generating Modules until the commissioning tests have 
been successfully completed (and witnessed by the DNO 
if required) and the Installation Document has been fully 
completed and sent to the DNO 

It’s depended on installer 
and DNOs. 

N/A 
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17 TYPE B COMPLIANCE TESTING, COMMISSIONING AND OPERATIONAL 
NOTIFICATION 

N/A 

17.1 General N/A 

17.2 Connection Process N/A 

17.3 Witnessing and Commissioning N/A 

17.4 Final Operational Notification N/A 

18 TYPE C COMPLIANCE TESTING, COMMISSIONING AND OPERATIONAL 
NOTIFICATION 

N/A 

18.1 General N/A 

18.2 Connection Process N/A 

18.3 Witnessing and Commissioning N/A 

18.4 Final Operational Notification N/A 

19 TYPE D COMPLIANCE TESTING, COMMISSIONING AND OPERATIONAL 
NOTIFICATION 

N/A 

19.1 General N/A 

19.2 Connection Process N/A 

19.3 Interim Operational Notification N/A 

19.4 Witnessing and Commissioning N/A 

19.5 Final Operational Notification N/A 

19.6 Limited Operational Notification N/A 

19.7 Processes Relating to Derogations N/A 

20 ONGOING OBLIGATIONS N/A 

20.1 Periodic Testing for Power Generating Modules N/A 

20.2 Operational Incidents affecting Compliance of any Power Generating Module N/A 

20.3 Changes to the Power Generating Facility or Power Generating Module N/A 

20.4 Notification of Decommissioning N/A 

21 Manufacturers’ Information applicable to Power Park Modules P 

21.1 General P 

21.1.1 Manufacturers’ Information covers such information as 
type testing details, parameters or data, simulation 
models and reports on studies run using those models. 
The guidance in this Section 21 Manufacturers’ 
Information relates to simulation models. 

 P 

21.1.2 In most cases Manufactures’ Information is submitted by 
the Generator to the DNO. However, data and 
performance characteristics in respect of simulation 
models may be registered with the DNO by Generating 
Unit Manufacturers in the form of Manufacturers’ 
Information. 

 P 
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21.1.3 A Generator planning to construct a new Power 
Generating Facility containing the appropriate version of 
Generating Units in respect of which Manufacturers’ 
Information has been submitted to the DNO may 
reference the Manufacturers’ Information in its 
submissions to the DNO. Any Generator considering 
referring to Manufacturers’ Information for any aspect of 
its plant and apparatus may contact the DNO to discuss 
the suitability of the relevant Manufacturers’ Information 
to its project to determine if, and to what extent, the data 
included in the Manufacturers’ Information contributes 
towards demonstrating compliance with those aspects of 
this EREC G99 applicable to the Generator. The DNO 
will inform the Generator if the reference to the 
Manufacturers’ Information is not appropriate or not 
sufficient for its project. 

 P 

21.1.4 The process to be followed by Generating Unit 
Manufacturers submitting Manufacturers’ Information 
must be agreed by the DNO. Paragraph 21.2 below 
indicates the specific requirement areas in respect of 
which Manufacturers’ Information may be submitted. 

 P 

21.1.5 The DNO may maintain and publish a register of that 
Manufacturers’ Information which the DNO has received 
and accepted as being an accurate representation of the 
performance of the relevant plant and / or apparatus. 
Such register will clearly identify the Manufacturer, the 
model(s) of Generating Unit(s) to which the report 
applies and the provisions of EREC G99 in respect of 
which the report contributes towards the demonstration 
of compliance in such a way that these models can 
easily be identified for appropriate use in other similar 
projects. The inclusion of any report in the register does 
not in any way confirm that any Power Park Modules 
which utilise any Generating Unit(s) covered by a report 
is or will be compliant with EREC G99. 

It’s depended on installer 
and DNOs. 

N/A 

21.2 Manufacturers’ Information in respect of Generating 
Units may cover one (or part of one) or more of the 
following provisions: 

(a) Fault Ride Through capability;  

(b) Power Park Module mathematical model DDRC 5c. 

 P 

21.3 Reference to a Manufacturer’s Data & Performance 
Report in a Generator’s submissions does not by itself 
constitute compliance with EREC G99.  

 P 

21.4 A Generator referencing Manufacturers’ Information 
should insert the relevant Manufacturers’ Information 
reference in the appropriate place in the submission 
forms detailed in the Annexes. The DNO will consider 
the suitability of Manufacturers’ Information in place of 
DDRC data submissions such as a mathematical model 
suitable for representation of the entire Power Park 
Module as per Annex B.4.4 or Annex C.7.4.5 as 
applicable. Site specific parameters will still need to be 
submitted by the Generator. 

 P 
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21.5 It is the responsibility of the Generator to ensure that the 
correct reference for the Manufacturers’ Information is 
used and the Generator by using that reference accepts 
responsibility for the accuracy of the information. The 
Generator shall ensure that the Manufacturer has kept 
the DNO informed of any relevant variations in plant 
specification since the submission of the relevant 
Manufacturers’ Information which could affect the validity 
of the information. 

 P 

21.6 The DNO may contact the Generating Unit Manufacturer 
directly to verify the relevance of the use of such 
Manufacturers’ Information. If the DNO believes the use 
some or all of such Manufacturers’ Information is 
incorrect or the referenced data is inappropriate then the 
reference to the Manufacturers’ Information may be 
declared invalid by the DNO. Where, and to the extent 
possible, the data included in the Manufacturers’ 
Information is appropriate, the compliance assessment 
process will be continued using the data included in the 
Manufacturers’ Information. 

It’s depended on installer 
and DNOs. 

N/A 

22 TYPE TESTING AND ANNEX INFORMATION P 

22.1 Fully Type Tested and Type Tested equipment P 

 The following matrix demonstrates where Manufacturers’ 
Information and compliance and installation checks on 
site can be combined to demonstrate compliance for 
each Power Generating Module. 

 

Fully Type Tested. P 
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 P 

22.2 Annex Contents and Form Guidance P 

 

 

 P 
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 P 
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 P 
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Appendix 1: A2-3 Compliance Verification Report –Tests for Type A Inverter Connected Power 
Generating Modules 

1. Operating Range: P 

Tests should be carried with the Power Generating Module operating at Registered Capacity and 
connected to a suitable test supply or grid simulation set. The power supplied by the primary source shall 
be kept stable within ± 5 % of the apparent power value set for the entire duration of each test sequence. 

 
Frequency, voltage and Active Power measurements at the output terminals of the Power Generating 
Module shall be recorded every second. The tests will verify that the Power Generating Module can 
operate within the required ranges for the specified period of time. 
 
The Interface Protection shall be disabled during the tests. 
 
In case of a PV Power Park Module the PV primary source may be replaced by a DC source. 
In case of a full converter Power Park Module (eg wind) the primary source and the prime mover 
Inverter/rectifier may be replaced by a DC source. 
 
Pass or failure of the test should be indicated in the fields below (right hand side), for example with the 
statement “Pass”, “No disconnection occurs”, etc. Graphical evidence is preferred. 

Note that the value of voltage stated in brackets assumes a LV connection. This should be adjusted for 
HV as required. 

Test 1 
Voltage = 85% of nominal (195.5 V), 
Frequency = 47 Hz, 
Power Factor = 1, 
Period of test 20 s 
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Test 2 
Voltage = 85% of nominal (195.5 V), 
Frequency = 47.5 Hz, 
Power Factor = 1, 
Period of test 90 minutes 

 

 
 

Test 3 
Voltage = 110% of nominal (253 V), 
Frequency = 51.5 Hz, 
Power Factor = 1, 
Period of test 90 minutes 

 

 
 

Test 4 
Voltage = 110% of nominal (253 V), 
Frequency = 52.0 Hz, 
Power Factor = 1, 
Period of test 15 minutes 
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Test 5 
Voltage = 100% of nominal (230 V), 
Frequency = 50.0 Hz, 
Power Factor = 1, 
Period of test = 90 minutes 

 

 
 

Test 6 RoCoF withstand  
Confirm that the Power Generating 
Module is capable of staying 
connected to the Distribution 
Network and operate at rates of 
change of frequency up to 1 Hzs-1 as 
measured over a period of 500 ms. 
Note that this is not expected to be 
demonstrated on site. 

Ramp: 47 Hz → 52 Hz 

 

 
 

Ramp: 52 Hz → 49 Hz 
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Model: AU10KESL-G3 P 

Test 1: 

Measured Voltage 
(V) 

Measured 
Frequency (Hz) 

Measured Power 
(W) 

Measured Power 
factor 

Test Time 
(seconds) 

195.63  47.00  9972.14  0.999  58.4  

Test 2: 

Measured Voltage 
(V) 

Measured 
Frequency (Hz) 

Measured Power 
(W) 

Measured Power 
factor 

Test Time 
(Minutes) 

195.53  47.50  9933.38  0.999  92.7  

Test 3: 

Measured Voltage 
(V) 

Measured 
Frequency (Hz) 

Measured Power 
(W) 

Measured Power 
factor 

Test Time 
(Minutes) 

253.20  51.50  10009.22  0.999  92.8  

Test 4: 

Measured Voltage 
(V) 

Measured 
Frequency (Hz) 

Measured Power 
(W) 

Measured Power 
factor 

Test Time 
(Minutes) 

253.10  52.00  10007.74  0.999  15.7  

Test 5: 

Measured Voltage 
(V) 

Measured 
Frequency (Hz) 

Measured Power 
(W) 

Measured Power 
factor 

Test Time 
(Minutes) 

230.11  50.00  10016.58  0.999  92.9  

Test 6: 

Measured Voltage 
(V) 

Ramp range  
Test frequency 

ramp 
Test Duration Confirm no trip 

194.98 47.0 Hz to 52.0 Hz +1.0 Hzs-1 5.0 No trip 

253.10 52.0 Hz to 49.0 Hz -1.0 Hzs-1 3.0 No trip 
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2. Power Quality – Harmonics: P 

For Power Generating Modules of Registered Capacity of less than 75 A per phase (ie 50 kW) the test 
requirements are specified in Annex A.7.1.5. These tests should be carried out as specified in BS EN 
61000-3-12, and measurements for the 2nd – 13th harmonics should be provided. The results need to 
comply with the limits of Table 2 of BS EN 61000-3-12 for single phase equipment and Table 3 of BS EN 
610000-3-12 for three phase equipment. For three phase Power Generating Modules, measurements for 
all phases should be provided. 

 
For Power Generating Modules of Registered Capacity of greater than 75 A per phase (ie 50 kW) the 
installation must be designed in accordance with EREC G5. 
 
The rating of the Power Generating Module (per phase) should be provided below, and the Total 
Harmonic Distortion (THD) and Partial Weighted Harmonic Distortion (PWHD) should be provided at the 
bottom of this section. 

Model: AU10KESL-G3 

Power Generating Module tested to BS EN 61000-3-12 

Power Generating Module rating per phase 
(rpp) 

10 kVA Harmonic % = 
Measured Value (A) x 
23/rating per phase 
(kVA) 

Single or three phase measurements (for 
single phase measurements, only complete 
L1 columns below) 

Single phase 

Harmonic 
At 45-55% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.035  - - 0.08  - - 8% 8% 

3 0.103  - - 0.24  - - 21.6% Not stated 

4 0.007  - - 0.02  - - 4% 4% 

5 0.031  - - 0.07  - - 10.7% 10.7% 

6 0.015  - - 0.03  - - 2.67% 2.67% 

7 0.024  - - 0.06  - - 7.2% 7.2% 

8 0.009  - - 0.02  - - 2% 2% 

9 0.163  - - 0.37  - - 3.8% Not stated 

10 0.010  - - 0.02  - - 1.6% 1.6% 

11 0.022  - - 0.05  - - 3.1% 3.1% 

12 0.007  - - 0.02  - - 1.33% 1.33% 

13 0.017  - - 0.04  - - 2% 2% 

THD - - - 0.47  - - 23% 13% 

PWHD - - - 2.47 - - 23% 22% 

Harmonic 
At 100% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.040  - - 0.09  - - 8% 8% 

3 0.165  - - 0.38  - - 21.6% Not stated 

4 0.020  - - 0.04  - - 4% 4% 
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5 0.024  - - 0.05  - - 10.7% 10.7% 

6 0.020  - - 0.05  - - 2.67% 2.67% 

7 0.034  - - 0.08  - - 7.2% 7.2% 

8 0.006  - - 0.01  - - 2% 2% 

9 0.016  - - 0.04  - - 3.8% Not stated 

10 0.007  - - 0.02  - - 1.6% 1.6% 

11 0.015  - - 0.03  - - 3.1% 3.1% 

12 0.006  - - 0.01  - - 1.33% 1.33% 

13 0.014  - - 0.03  - - 2% 2% 

THD - - - 0.41 - - 23% 13% 

PWHD - - - 2.95 - - 23% 22% 
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Model: AU7KESL-G3 

Power Generating Module tested to BS EN 61000-3-12 

Power Generating Module rating per phase 
(rpp) 

7.0 kVA Harmonic % = 
Measured Value (A) x 
23/rating per phase 
(kVA) 

Single or three phase measurements (for 
single phase measurements, only complete 
L1 columns below) 

Single phase 

Harmonic 
At 45-55% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.040  - - 0.13  - - 8% 8% 

3 0.154  - - 0.51  - - 21.6% Not stated 

4 0.013  - - 0.04  - - 4% 4% 

5 0.028  - - 0.09  - - 10.7% 10.7% 

6 0.015  - - 0.05  - - 2.67% 2.67% 

7 0.026  - - 0.09  - - 7.2% 7.2% 

8 0.009  - - 0.03  - - 2% 2% 

9 0.019  - - 0.06  - - 3.8% Not stated 

10 0.004  - - 0.01  - - 1.6% 1.6% 

11 0.017  - - 0.05  - - 3.1% 3.1% 

12 0.007  - - 0.02  - - 1.33% 1.33% 

13 0.012  - - 0.04  - - 2% 2% 

THD - - - 0.55   23% 13% 

PWHD - - - 4.29   23% 22% 

Harmonic 
At 100% of Registered Capacity Limit in BS EN 61000-

3-12 Measured Value (MV) in Amps Measured Value (MV) in % 

 L1 L2 L3 L1 L2 L3 1 phase 3 phase 

2 0.017  - - 0.06  - - 8% 8% 

3 0.124  - - 0.41  - - 21.6% Not stated 

4 0.013  - - 0.04  - - 4% 4% 

5 0.016  - - 0.05  - - 10.7% 10.7% 

6 0.007  - - 0.02  - - 2.67% 2.67% 

7 0.016  - - 0.05  - - 7.2% 7.2% 

8 0.007  - - 0.02  - - 2% 2% 

9 0.186  - - 0.61  - - 3.8% Not stated 

10 0.004  - - 0.01  - - 1.6% 1.6% 

11 0.014  - - 0.05  - - 3.1% 3.1% 

12 0.003  - - 0.01  - - 1.33% 1.33% 

13 0.065  - - 0.21  - - 2% 2% 
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THD - - - 0.77 - - 23% 13% 

PWHD - - - 2.98 - - 23% 22% 

Note： 

THD = Total Harmonic Distortion of 1st ~ 13th harmonics  
PWHD = Partial Weighted Harmonic Distortion of 14th ~ 40th harmonics 
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3. Power Quality – Voltage fluctuations and Flicker:  P 

For Power Generating Modules of Registered Capacity of less than 75 A per phase (ie 50 kW) these 
tests should be undertaken in accordance with Annex A.7.1.4.3. Results should be normalised to a 
standard source impedance, or if this results in figures above the limits set in BS EN 61000-3-11 to a 
suitable Maximum Impedance. 

For Power Generating Modules of Registered Capacity of greater than 75 A per phase (ie 50 kW) the 
installation must be designed in accordance with EREC P28. 
The standard test impedance is 0.4 Ω for a single phase Power Generating Module (and for a two phase 
unit in a three phase system) and 0.24 Ω for a three phase Power Generating Module (and for a two 
phase unit in a split phase system). Please ensure that both test and standard impedance are completed 
on this form. If the test impedance (or the measured impedance) is different to the standard impedance, it 
must be normalised to the standard impedance as follows (where the Power Factor of the generation 
output is 0.98 or above): 
d max normalised value = (Standard impedance / Measured impedance) x Measured value. 
Where the Power Factor of the output is under 0.98 then the X to R ratio of the test impedance should be 
close to that of the standard impedance. 
The stopping test should be a trip from full load operation. 
The duration of these tests needs to comply with the particular requirements set out in the testing notes for 
the technology under test. 

The test date and location must be declared. 

Model: AU10KESL-G3 

Test start date 2026-06-08 Test end date 2026-06-08 

Test location No.16, Lane 1288, Luoning Road, Baoshan District, Shanghai, 200949, China 

 Starting Stopping Running 

 d(max) d(c) d(t) d(max) d(c) d(t) Pst 
Plt  

2 hours 

Measured 
Values at 
test 
impedance 

0.51% 0.07% 0.00% 0.46% 0.06% 0.00% 0.14 0.13 

Normalised 
to standard 
impedance  

0.51% 0.07% 0.00% 0.46% 0.06% 0.00% 0.14  0.13 

Normalised 
to required 
maximum 
impedance 

N/A N/A N/A N/A N/A N/A N/A N/A 

Limits set 
under BS 
EN 61000-
3-11 

4% 3.3% 3.3% 4% 3.3% 3.3% 1.0 0.65 

 

Test 
Impedance 

R 0.4 Ω Xl 0.25 Ω 

Standard 
Impedance 

R 
0.24 * 
0.4 ^ 

Ω Xl 
0.15 * 
0.25 ^ 

Ω 

Maximum 
Impedance 

R N/A Ω Xl N/A Ω 
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Model: AU7KESL-G3 

Test start date 2026-06-08 Test end date 2026-06-08 

Test location No.16, Lane 1288, Luoning Road, Baoshan District, Shanghai, 200949, China 

 Starting Stopping Running 

 d(max) d(c) d(t) d(max) d(c) d(t) Pst 
Plt  

2 hours 

Measured 
Values at 
test 
impedance 

0.39% 0.07% 0.00% 0.43% 0.14% 0.00% 0.14 0.13 

Normalised 
to standard 
impedance  

0.39% 0.07% 0.00% 0.43% 0.14% 0.00% 0.14 0.13 

Normalised 
to required 
maximum 
impedance 

N/A N/A N/A N/A N/A N/A N/A N/A 

Limits set 
under BS 
EN 61000-
3-11 

4% 3.3% 3.3% 4% 3.3% 3.3% 1.0 0.65 

 

Test 
Impedance 

R 0.4 Ω Xl 0.25 Ω 

Standard 
Impedance 

R 
0.24 * 
0.4 ^ 

Ω Xl 
0.15 * 
0.25 ^ 

Ω 

Maximum 
Impedance 

R N/A Ω Xl N/A Ω 

* Applies to three phase and split single phase Power Generating Modules. 

^ Applies to single phase Power Generating Module and Power Generating Modules using two phases 
on a three phase system. Delete as appropriate. 
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4. Power quality – DC injection: P 

The tests should be carried out on a single Generating Unit. Tests are to be carried out at three defined 
power levels ±5%. At 230 V a 50 kW three phase Inverter has a current output of 217 A so DC limit is 543 
mA. These tests should be undertaken in accordance with Annex A.7.1.4.4. 

The % DC injection (“as % of rated AC current” below) is calculated as follows: 
 
% DC injection = Recorded DC value in Amps / Base current 
 
where the base current is the Registered Capacity (W) / Vphase. The % DC injection should not be 
greater than 0.25%. 

Model: AU10KESL-G3 

Test power level 10% 55% 100% 

Recorded DC injection 
value in Amps 

0.026  0.026  0.016  

as % of rated AC current 0.059% 0.060% 0.038% 

Limit 0.25% 0.25% 0.25% 
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Model: AU7KESL-G3 

Test power level 10% 55% 100% 

Recorded DC injection 
value in Amps 

0.019  0.024  0.021  

as % of rated AC current 0.061% 0.079% 0.070% 

Limit 0.25% 0.25% 0.25% 
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5. Power Factor: P 

The tests should be carried out on a single Power Generating Module. Tests are to be carried out at 
three voltage levels and at Registered Capacity and the measured Power Factor must be greater than 
0.95 to pass. Voltage to be maintained within ±1.5% of the stated level during the test. These tests should 
be undertaken in accordance with Annex A.7.1.4.2 

 
Note that the value of voltage stated in brackets assumes a LV connection. This should be adjusted for 
HV as required. 

Model: AU10KESL-G3 

Voltage 0.94 pu (216.2 V) 1 pu (230 V) 1.1 pu (253 V) 

Measured value 0.999  0.999  1.000  

Power Factor Limit >0.95 >0.95 >0.95 

Model: AU7KESL-G3 

Voltage 0.94 pu (216.2 V) 1 pu (230 V) 1.1 pu (253 V) 

Measured value 0.999  0.998  0.998  

Power Factor Limit >0.95 >0.95 >0.95 
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6. Protection – Frequency tests:  P 

These tests should be carried out in accordance with the Annex A.7.1.2.3. For trip tests, frequency and 
time delay should be stated. For “no trip tests”, “no trip” can be stated. 

Model: AU10KESL-G3 

Function Setting Trip test “No trip tests” 

 Frequency Time delay Frequency Time delay 
Frequency 
/time 

Confirm no 
trip 

U/F stage 1 47.5 Hz 20 s 47.50 Hz 20.83 s 
47.7 Hz 
30 s 

No trip 

U/F stage 2 47.0 Hz 0.5 s 47.00 Hz 0.57 s 
47.2 Hz 
19.5 s 

No trip 

     
46.8 Hz  
0.45 s 

No trip 

O/F 52.0Hz 0.5 s 52.00 Hz 0.58 s 
51.8 Hz  
120 s 

No trip 

     
52.2 Hz 
0.45 s 

No trip 

Note: For frequency trip tests the frequency required to trip is the setting ± 0.1 Hz. In order to measure the 
time delay a larger deviation than the minimum required to operate the projection can be used. The “No 
trip tests” need to be carried out at the setting ± 0.2 Hz and for the relevant times as shown in the table 
above to ensure that the protection will not trip in error. 
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Graph of U/F stage 1 – Trip test 

 

 
 

Graph of U/F stage 2 – Trip test 

 

 
 

Note： 
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Graph of O/F – Trip test 

 

 
 

Note： 
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7. Protection – Voltage tests: P 

These tests should be carried out in accordance with Annex A.7.1.2.2. For trip tests, voltage and time 
delay should be stated. For “no trip tests”, “no trip” can be stated. 

Note that the value of voltage stated below assumes a LV connection This should be adjusted for HV 
taking account of the VT ratio as required. 

Model: AU10KESL-G3 

L1-N 

Function Setting Trip test “No trip tests” 

 Voltage Time delay Voltage Time delay Voltage /time Confirm no trip 

U/V  
0.8 pu  
(184 V) 

2.5 s 184.02 V 2.52 s 
188 V 
5.0 s 

No trip 

     
180 V 
2.45 s 

No trip 

O/V stage 1 
1.14 pu  

(262.2 V) 
1.0 s 262.11 V 1.13 s 

258.2 V 
5.0 s 

No trip 

O/V stage 2 
1.19 pu  

(273.7 V) 
0.5 s 273.76 V 0.55 s 

269.7 V 
0.95 s 

No trip 

     
277.7 V 
0.45 s 

No trip 

Note: for Voltage tests the Voltage required to trip is the setting ±3.45 V. The time delay can be measured 
at a larger deviation than the minimum required to operate the protection.  The No trip tests need to be 
carried out at the setting ±4 V and for the relevant times as shown in the table above to ensure that the 
protection will not trip in error. 
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Graph of U/V – Trip test 

 

 
 

Graph of O/V stage 1 – Trip test 

 

 
 

Note： 
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Graph of O/V stage 2 – Trip test 

 

 
 

Note： 
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8. Protection – Loss of Mains test: P 

These tests should be carried out in accordance with BS EN 62116. Annex A.7.1.2.4. 

For test condition A, EUT output = 100 % Pn, test condition B, EUT output = 50 % to 66 % Pn, and test 
condition C, EUT output = 25 % to 33 % Pn. 

Model: AU10KESL-G3 

The following sub set of tests should be recorded in the following table. 

Test Power 
and 
imbalance 

33% 
-5% Q 
Test 22 

66% 
-5% Q 
Test 12 

100% 
-5% P 
Test 5 

33% 
+5% Q 
Test 31 

66% 
+5% Q 
Test 21 

100% 
+5% P 
Test 10 

Trip time. 
Limit is 0.5s 

134.0 ms  157.0 ms 260.9 ms 123.0 ms 162.0 ms 231.9 ms 

No. 

PEUT 
a) 

(% of 
EUT 

rating) 

Reactive 
load (% 
of QL) 

PAC 
b)

 

(% of 
nominal) 

QAC 
c)

 

(% of 
nominal) 

Run-on 
time 
(ms) 

PEUT 

(W) 
Actual 

Qf 
VDC 

d) Remarks e) 

1 100 100 0 0 319.9 10000 0.999 363 Test A at BL 

2 66 66 0 0 247.9 6600 0.999 270 Test B at BL 

3 33 33 0 0 202.0 3300 1.000 180 Test C at BL 

4 100 100 -5 -5 191.0 10000 1.027 363 Test A at IB 

5 100 100 -5 0 260.9 10000 1.056 363 Test A at IB 

6 100 100 -5 +5 190.0 10000 1.082 363 Test A at IB 

7 100 100 0 -5 171.0 10000 0.975 363 Test A at IB 

8 100 100 0 +5 187.5 10000 1.024 363 Test A at IB 

9 100 100 +5 -5 166.0 10000 0.928 363 Test A at IB 

10 100 100 +5 0 231.9 10000 0.956 363 Test A at IB 

11 100 100 +5 +5 181.0 10000 0.981 363 Test A at IB 

12 66 66 0 -5 157.0 6600 0.975 270 Test B at IB 

13 66 66 0 -4 170.0 6600 0.981 270 Test B at IB 

14 66 66 0 -3 177.0 6600 0.986 270 Test B at IB 

15 66 66 0 -2 189.0 6600 0.990 270 Test B at IB 

16 66 66 0 -1 194.0 6600 0.995 270 Test B at IB 

17 66 66 0 +1 211.9 6600 1.004 270 Test B at IB 

18 66 66 0 +2 186.0 6600 1.009 270 Test B at IB 

19 66 66 0 +3 181.0 6600 1.014 270 Test B at IB 

20 66 66 0 +4 177.0 6600 1.020 270 Test B at IB 

21 66 66 0 +5 162.0 6600 1.024 270 Test B at IB 

22 33 33 0 -5 134.0 3300 0.975 180 Test B at IB 

23 33 33 0 -4 138.0 3300 0.981 180 Test C at IB 

24 33 33 0 -3 149.0 3300 0.985 180 Test C at IB 

25 33 33 0 -2 151.0 3300 0.991 180 Test C at IB 

26 33 33 0 -1 162.0 3300 0.995 180 Test C at IB 

27 33 33 0 +1 181.0 3300 1.005 180 Test C at IB 
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28 33 33 0 +2 164.0 3300 1.009 180 Test C at IB 

29 33 33 0 +3 147.0 3300 1.016 180 Test C at IB 

30 33 33 0 +4 131.0 3300 1.021 180 Test C at IB 

31 33 33 0 +5 123.0 3300 1.025 180 Test C at IB 

Note: 
a) PEUT: EUT output power. 
b) Pac: Active power flow at S1 in Figure 1. Positive means power from EUT to utility. Nominal is the 0 % 

test condition value. 
c) Qac: Reactive power flow at S1 in Figure 1. Positive means power from EUT to utility. Nominal is the 

0 % test condition value. 
d) For test condition A, > 75 % of rated input voltage range used, for test condition B, 50 % of rated input 

voltage range, ±10 % used, for test condition C, < 20 % of rated input voltage range used. Based on 
EUT rated input operating range. For example, if range is between X volts and Y volts, 75 % of range 
= X + 0,75 × (Y – X). Y shall not exceed 0,8 × EUT maximum system voltage (i.e., maximum 
allowable array open circuit voltage). In any case, the EUT should not be operated outside of its 
allowable input voltage range. 

e) BL: Balance condition, IB: Imbalance condition. 
 
If the device requires additional shut down time (beyond 0.5 s but less than 1 s) then this should be stated 
on this form. 
CH1_U1: Output voltage  
CH2_I1: Output current 
CH3_I2: Grid-side current 
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Graph of disconnection at PAC 0% and QAC 0% reactive load and 100% nominal power 

 

 
 

Graph of disconnection at PAC 0% and QAC 0% reactive load and 66% nominal power 
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Graph of disconnection at PAC 0% and QAC 0% reactive load and 33% nominal power 

 

 
 

Note： 
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Loss of Mains Protection, Vector Shift Stability test P 

This test should be carried out in accordance with Annex A.7.1.2.6. Confirmation is required that the 
Power Generating Module does not trip under positive / negative vector shift. 

Model: AU10KESL-G3 

 Start Frequency Change Confirm no trip 

Positive Vector Shift 49.5 Hz +50 degrees No trip 

Negative Vector Shift 50.5 Hz - 50 degrees No trip 

Positive Vector Shift 

 

 
 

Negative Vector Shift 
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Loss of Mains Protection, RoCoF Stability test: P 

This test should be carried out in accordance with Annex A.7.1.2.6. Confirmation is required that the 
Power Generating Module does not trip for the duration of the ramp up and ramp down test. 

Model: AU10KESL-G3 

Ramp range Test frequency ramp: Test Duration Confirm no trip 

49.0 Hz to 51.0 Hz +0.95 Hzs-1 2.1 s No trip 

51.0 Hz to 49.0 Hz -0.95 Hzs-1 2.1 s No trip 

ROCOF – From 49.0 Hz to 51.0 Hz 

 

 
 

ROCOF – From 51.0 Hz to 49.0 Hz 
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9-1. Limited Frequency Sensitive Mode – Over frequency test P 

The test should be carried out using the specific threshold frequency of 50.4 Hz and Droop of 10%.  

This test should be carried out in accordance with A.7.1.3, which also contains the measurement 
tolerances. 

Active Power response to rising frequency/time plots are attached if frequency injection tests 
are undertaken in accordance with Annex A.7.2.4 

N/A 

Model: AU10KESL-G3 

Alternatively, simulation results should be noted below: 

Test sequence at 
Registered 
Capacity >80% 

Measured 
Active 
Power 
Output (W) 

Frequency 
(Hz) 

Calculated 
droop (%) 

Primary Power 
Source 

Active 
Power 
Gradient 
(%Pas-1) 

Step a) 50.00 Hz ±0.01 Hz 9988.47  50.00  - 

Photovoltaic 
array simulator 

- 

Step b) 50.45 Hz ±0.05 Hz 9891.73  50.45  10.38  - 

Step c) 50.70 Hz ±0.10 Hz 9398.26  50.70  10.17  - 

Step d) 51.15 Hz ±0.05 Hz 8500.11  51.15  10.08  - 

Step e) 50.70 Hz ±0.10 Hz 9397.86  50.70  10.16  - 

Step f) 50.45 Hz ±0.05 Hz 9896.55  50.45  10.92  - 

Step g) 50.00 Hz ±0.01 Hz 9985.39  50.00  11.30  
0.03%Pn/S-
1 

Test sequence at 
Registered Capacity 40-
60% 

Measured 
Active 
Power 
Output (W) 

Frequency 
(Hz) 

Calculated 
droop (%) 

Primary Power 
Source 

Active 
Power 
Gradient 
(%Pas-1) 

Step a) 50.00 Hz ±0.01 Hz 5001.15  50.00  - 

Photovoltaic 
array simulator 

- 

Step b) 50.45 Hz ±0.05 Hz 4907.83  50.45  10.75  - 

Step c) 50.70 Hz ±0.10 Hz 4407.37  50.70  10.11  - 

Step d) 51.15 Hz ±0.05 Hz 3508.73  51.15  10.05  - 

Step e) 50.70 Hz ±0.10 Hz 4405.26  50.70  10.07  - 

Step f) 50.45 Hz ±0.05 Hz 4908.70  50.45  10.85   

Step g) 50.00 Hz ±0.01 Hz 5001.25  50.00  10.84  
0.03%Pn/S-
1 

The frequency at each step should be maintained for at least one minute and the Active Power reduction 
in the form of a gradient determined and assessed for compliance with paragraph 11.2.3. The Droop 
should be determined from the measurements between 50.4 Hz and 51.15 Hz. The allowed tolerance for 
the frequency measurement shall be ± 0.05 Hz. The allowed tolerance for Active Power output 
measurement shall be ±10% of the required change in Active Power.  

The resulting overall tolerance range for a nominal 10% Droop is +2.8% and – 1.5%, ie a Droop less than 
12.8% and greater than 8.5%. 
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Test chart 
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9-2. Power output with falling frequency test (For PV Inverter)  P 

Tests should prove that the Power Generating Module does not reduce output power as the frequency 
falls. These tests should be carried out in accordance with 11.2.3.1, 12.2.3.1, 13.2.3.1. 

Model: AU10KESL-G3 

Test sequence 
Measured Active 
Power Output (W) 

Acceptable Active 
Power 

Frequency 
(Hz) 

Primary power 
source 

50.5 Hz for 5 minutes 10036.92  
100% Registered 
Capacity 

50.50  
Photovoltaic 
array simulator 

50.0 Hz for 5 minutes 10026.84  
100% Registered 
Capacity 

50.00  
Photovoltaic 
array simulator 

49.5 Hz for 5 minutes 10028.27  
100% Registered 
Capacity 

49.50  
Photovoltaic 
array simulator 

49.0 Hz for 5 minutes 10025.11  
99% Registered 
Capacity 

49.00  
Photovoltaic 
array simulator 

48.0 Hz for 5 minutes 10016.57  
97% Registered 
Capacity 

48.00  
Photovoltaic 
array simulator 

47.6 Hz for 5 minutes 10024.64  
96.2% Registered 
Capacity 

47.60  
Photovoltaic 
array simulator 

47.1 Hz for 20 s 10029.97  
95% Registered 
Capacity 

47.10  
Photovoltaic 
array simulator 
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NOTE:  
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9-3. Power output with falling frequency test (For Electricity Storage Device)  

9-4. Power output with increasing frequency test (For Electricity Storage Device) 
P 

This test should be carried out in accordance with clause 11.2.3.3, 12.2.3.3, 13.2.3.2 and A.7.1.7 

Model: AU10KESL-G3 

Test 1: 50 Hz to 49.0 Hz, from 100% Prated-import 

Test sequence 
(Hz) 

Measured Active 
Power Output (W) 

Steady frequency 
(Hz) 

Calculated droop 
(%) 

Primary power 
source 

50.0 -9996.76  50.00  -- 
AC grid / Storage 
Battery 

49.5 -9997.05  49.50  -- 
AC grid / Storage 
Battery 

49.2 -4000.67  49.20  1.00  
AC grid / Storage 
Battery 

49.0 10.61  49.00  1.00  
AC grid / Storage 
Battery 

49.2 10.62  49.20  -- 
AC grid / Storage 
Battery 

49.5 10.62  49.50  -- 
AC grid / Storage 
Battery 

49.8 -5999.48  49.80  1.00  
AC grid / Storage 
Battery 

50.0 -9996.55  50.00  1.00  
AC grid / Storage 
Battery 

Test 2: 50 Hz to 48.8 Hz, from 100% Prated-import 

Test sequence 
(Hz) 

Measured Active 
Power Output (W) 

Steady frequency 
(Hz) 

Calculated droop 
(%) 

Primary power 
source 

50.0 -9999.52  50.00  -- 
AC grid / Storage 
Battery 

49.5 -9995.54  49.50  -- 
AC grid / Storage 
Battery 

49.2 -4001.30  49.20  1.00  
AC grid / Storage 
Battery 

49.0 10.63  49.00  1.00  
AC grid / Storage 
Battery 

48.9 1999.80  48.90  1.00  
AC grid / Storage 
Battery 

48.8 4001.33  48.80  1.00  
AC grid / Storage 
Battery 

48.9 4001.44  48.90  -- 
AC grid / Storage 
Battery 

49.2 4001.26  49.20  -- 
AC grid / Storage 
Battery 

49.5 4001.25  49.50  -- 
AC grid / Storage 
Battery 

49.8 -1999.64  49.80  1.00  
AC grid / Storage 
Battery 

50.0 -6004.77  50.00  1.00  
AC grid / Storage 
Battery 

Test 3: 50 Hz to 49.0 Hz, from 40% Prated-import 

Test sequence 
(Hz) 

Measured Active 
Power Output (W) 

Steady frequency 
(Hz) 

Calculated droop 
(%) 

Primary power 
source 

50.0 -4001.20  50.00  -- 
AC grid / Storage 
Battery 

49.5 -4001.02  49.50  -- 
AC grid / Storage 
Battery 
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49.2 2004.77  49.20  1.00  
AC grid / Storage 
Battery 

49.0 5995.78  49.00  1.00  
AC grid / Storage 
Battery 

49.2 5999.85  49.20  -- 
AC grid / Storage 
Battery 

49.5 5999.40  49.50  -- 
AC grid / Storage 
Battery 

49.8 9.59  49.80  1.00  
AC grid / Storage 
Battery 

50.0 -4000.60  50.00  1.00  
AC grid / Storage 
Battery 

Test 4: 50 Hz to 48.8 Hz, from 40% Prated-import 

Test sequence 
(Hz) 

Measured Active 
Power Output (W) 

Steady frequency 
(Hz) 

Calculated droop 
(%) 

Primary power 
source 

50.0 -4000.99  50.00  -- 
AC grid / Storage 
Battery 

49.5 -4001.10  49.50  -- 
AC grid / Storage 
Battery 

49.2 2004.79  49.20  1.00  
AC grid / Storage 
Battery 

49.0 5999.08  49.00  1.00  
AC grid / Storage 
Battery 

48.9 7999.09  48.90  1.00  
AC grid / Storage 
Battery 

48.8 9999.91  48.80  1.00  
AC grid / Storage 
Battery 

48.9 10000.27  48.90  -- 
AC grid / Storage 
Battery 

49.2 10001.07  49.20  -- 
AC grid / Storage 
Battery 

49.5 10001.54  49.50  -- 
AC grid / Storage 
Battery 

49.8 4001.24  49.80  1.00  
AC grid / Storage 
Battery 

50.0 9.52  50.00  1.00  
AC grid / Storage 
Battery 

NOTE:  
This paragraph provides a method for demonstrating compliance with the optional performance 
characteristic as discussed in the foreword. The tests shall be carried out to demonstrate how the Power 
Park Module Active Power when acting as a load (ie replenishing its energy store) responds to changes 
in system frequency. 
In general four tests are proposed, one set of two at rated import capacity, and one set of two at 40% of 
rated import capacity. 
In both cases the test is to reduce frequency from 50 Hz at rate of 2 Hz/s. In the first case the lower 
frequency reached will be 49.0 Hz and the second case the lower frequency will be 48.8 Hz. 
In all cases the response shall meet the requirements of 11.2.3.3.  
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When returning the frequency to nominal, the ramp rate shall be of the order of 0.1 Hzs-1. 

Where an Electricity Storage Power Generating Module was importing before the fall in frequency 

and has responded in accordance with the requirements of 11.2.3.3.1, its performance, once the 

system frequency starts to rise above the minimum reached, shall be in accordance with Figure 

11.3 in respect of the Active Power output and Active Power import. For example, Figure 11.3, 

illustrates the four operating points W, X, Y and Z. If points W, X, 

Where an Electricity Storage Power Generating Module is exporting Active Power (including zero) 

to the Total System and the system frequency falls below 49.5 Hz the requirements of 11.2.3.3.1 

and 11.2.3.3.2 shall apply. 
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Chart: 

Test 1 
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Test 4 
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10. Protection – Re-connection timer. P 

Model: AU10KESL-G3 

Test should prove that the reconnection sequence starts after a minimum delay of 20 s for restoration of 
voltage and frequency to within the stage 1 settings of Table 10.1. 

Time delay 
setting 

Measured 
delay 

Checks on no reconnection when voltage or frequency is brought to 
just outside stage 1 limits of Table 10.1. 

30 s 70.0 s 
At 1.16 pu 
(266.2 V)  

At 0.78 pu 
(180.0 V) 

At 47.4 Hz At 52.1 Hz 

Confirmation that the Micro-
generator does not re-connect. 

No 
reconnection 

No 
reconnection 

No 
reconnection 

No 
reconnection 

Recover to normal operation 
range after confirmation of no 
connection 

Yes Yes Yes Yes 

Confirmation that the Power 
Generating Module shall 
reconnect 

Reconnection 
after 93.6 s  

Reconnection 
after 105.6 s  

Reconnection 
after 82.4 s  

Reconnection 
after 70.0 s  
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Reconnection – U >: 1.16 p.u. (266.2 V)  

 

 
 

Reconnection – U <: 0.78 p.u. (180.0 V)  
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Reconnection – F <: 47.4 Hz  

 

 
 

Reconnection – F >: 52.1 Hz  
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11. Fault level contribution: P 

These tests shall be carried out in accordance with EREC G99 Annex A.7.1.5. Please complete each 
entry, even if the contribution to the fault level is zero. 

 

Model: AU10KESL-G3 

For Inverter output 

Time after fault Volts Amps 

20ms 51.88 50.27 

100ms 47.86 41.67 

250ms 48.00 40.30 

500ms 47.47 30.24 

Time to trip 0.520 In seconds 

Time to trip 
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12. Self-Monitoring solid state switching: No specified test requirements. Refer to Annex A.7.1.6. 

It has been verified that in the event of the solid state switching device failing to 
disconnect the Power Park Module, the voltage on the output side of the switching 
device is reduced to a value below 50 volts within 0.5 s. 

N/A 

13. Wiring functional tests: If required by para 15.2.1. 

Confirm that the relevant test schedule is attached (tests to be undertaken at time of 
commissioning) 

N/A 

14. Logic interface (input port). 

Confirm that an input port is provided and can be used to shut down the module. Yes 

Logic interface marked ‘COM’ on inverter, the logic interface will take the form of a simple binary output 
that can be operated by a simple switch or contactor. When the switch is open the inverter can operate 
normally. When the switch is closed, the inverter will reduce its output voltage to below 30V within 30s. 

Provide high level description of logic interface, e.g. details in 11.1.3.1 such as AC or 
DC signal (the additional comments box below can be used) 

Yes 

15. Cyber security 

Confirm that the Power Generating Module has been designed to comply with cyber 
security requirements, as detailed in 9.1.7. 

Yes 
Manufacturer’s 

declaration 
provided 

Additional comments. 

An external emergency stop switch is required. The pins 6 and 7 need to be connected to the normally 
open contacts of the emergency switch. When the switch is turned on,the power generation module will 
reduce its active power to zero immediately. 

 
 



Page 113 of 116 Report No.: 6266862.50A 
 

TRF No. G99/2_V1.0  

Appendix 2: Photo documentation 
 

Enclosure – Front View  

 
 
 

Enclosure – Rear View 
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Enclosure – Side view (Right)  

 
 
 

Enclosure – Side view (Left)  

 
 
 

  



Page 115 of 116 Report No.: 6266862.50A 
 

TRF No. G99/2_V1.0  

 

Enclosure – Bottom view  

 
 
 

Enclosure – Top view 
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Enclosure – Internal View 

 
 
 

 
--- End of test report--- 
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DEKRA Testing and Certification (Shanghai) Ltd.   

No.250, Jiangchangsan Road, Jing’an District, Shanghai, 200436 People’s Republic of China 

T +86 21 6056 7600   F +86 21 6056 7555    www.dekra-product-safety.com 

ESA-CER-F021 v5.0 

  

CERTIFICATE OF CONFORMITY 
 
 
 
 
Issued to: NINGBO AUSTA SOLAR TECH CO., LTD. 
                                    3rd Floor,Building F0005, NO.77, Zhuangxing Road,Jiangbei  

District,Ningbo,Zhejiang, P.R.China 
. 
For the product: Hybrid inverter 
 

Trade name:  
 
Type/Model: AU7KESL-G3, AU7.6KESL-G3, AU8KESL-G3, AU10KESL-G3 
 
Ratings: See Annex 
 
Manufactured by: NINGBO AUSTA SOLAR TECH CO., LTD. 
                                    3rd Floor,Building F0005, NO.77, Zhuangxing Road,Jiangbei  

District,Ningbo,Zhejiang, P.R.China 
 
Factory:                       AUSTA(JIAXING) SOLAR TECH CO., LTD 
Address:                      No. 168, Cuijialu, Haiyan County, Jiaxing City, Zhejiang , P.R., China 
 
Requirements:             Engineering Recommendation G100 Issue 2 – Amendment 2: 2022 

(G100/2-A2:2022) 
 
Type of product certification scheme: Type 1a (Type approval) 
 
This Test Certificate is granted on account of an examination by DEKRA, the results of which are laid down 
in a confidential file no. 6266862.50B. 
 
The examination has been carried out on one single specimen of the product. The Attestation does not 
include an assessment of the manufacturer's production. Conformity of this production with the specimen 
tested by DEKRA is not the responsibility of DEKRA. 
 
This Test Certificate expires at the latest on 11 August 2031 or expires upon withdrawal of one of the 
above mentioned standards. 
 
Shanghai, 11 August 2026 Number: 6266862.02COC 
 

  

http://www.dekra-product-safety.com/
https://dekra-sign.eu1.adobesign.com/verifier?tx=CBJCHBCAABAAEgMac3G3pCht1gfwQEXfQ56ZzU2Up3IM
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Model list 

Model 
AU7KESL- 

G3 

AU7.6KESL-

G3 

AU8KESL- 

G3 

AU10KESL-

G3 

PV input ratings 

Max.PV input voltage（V) 500 

MPPT voltage range (V) 150-425 

Max. PV input current(A) 28/28 

Max.Short-circuit current (A) 34/34 

AC ratings (Grid) 

Rated output power (W) 7000 7600 8000 10000 

Max. AC output apparent power 

(VA) 
7700 8360 8800 11000 

Rated AC output current (A) 30.4 33.0 34.8 43.5 

Max.AC output current (A) 33.5 36.3 38.3 47.8 

Rated output voltage (V) L/N/PE  230 

Rated output frequency (Hz) 50 

Adjustable power factor (cosφ) 0.8 leading to 0.8 lagging 

AC output ratings (Backup) 

Rated output voltage (V) L/N/PE  220/230/240 

Frequency range (Hz) 50/60 

Rated output power (W/VA) 7000/7000 7600/7600 8000/8000 10000/10000 

Max. output current (A) 30.4 33.0 34.8 43.5 

Battery ratings 

Battery type Lead-acid or Li-ion 

Battery voltage (V) 40-60 

Max charge/discharge current (A) 170/170 180/180 190/190 210/210 

Environment limit 

Weight (kg) 29 

Ingress protection (IP) rating IP66 

Operating ambient temperature 

range 

-40℃~+60℃, 

de-rating > 

45 ℃ 

-40℃~+60℃, 

de-rating > 

45 ℃ 

-40℃~+60℃, 

de-rating > 

45 ℃ 

-40℃~+60℃, 

de-rating > 

45 ℃ 

Max. operating altitude (m) 3000 

Protective class Class I 

Firmware version Master Dsp: V1.1.3     Slave Dsp: V1.0.0     ARM: V1.1.0  
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G100/2 - Form B - Compliance Verification Report for Customer Export Limitation Schemes 

Extract form test report number: 6266862.50B 

 

CLS Designation Smart Energy Controller with inverter system 

Manufacturer name NINGBO AUSTA SOLAR TECH CO., LTD. 

Address 3rd Floor,Building F0005, NO.77, Zhuangxing 
Road,Jiangbei  District,Ningbo,Zhejiang, P.R.China 

CLS information: 

Power Conversion 
System 

AU7KESL-G3, AU7.6KESL-G3, AU8KESL-G3, AU10KESL-G3 

Single-Phase Smart 
Meter 

DDSU666-Q (Zhejiang Chint IoT Technology Co.,Ltd) 

 

Export/Import capabilities 

Export Y Import Y 

Description of Operation 

EREC G100 section 4.2 requires a description of the CLS, and schematic diagram, to be provided to the 

Customer. Please provide that description and the diagram here. 

schematic diagram: 
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Description 

The CLS system is composed with the NINGBO AUSTA SOLAR TECH CO., LTD. with Hybrid Inverter 

and Single-Phase Smart Meter. 

The Single-Phase Smart Meter is installed at downstream of the utility meter for billing of grid connection 

point of the system and measuring the current / voltage / power data, etc. The measuring data will be 

obtained by the inverter through the RS485 communication line between the inverter and the smart meter. 

Inverter will dynamically control its generation power or consumption power based on the metering data to 

guarantee the export current or import current at the grid connection point into the distribution network will 

not exceed the CLS in a normal condition. 
 

Communications Media 

Document the provisions made for the use of various communication media, and both the inherent 

characteristics and the design steps made to ensure security and reliability. 

Inverter and external module communication: 

⚫ SAU communicates with meter through RS-485 interface 

⚫ Inverter communicates with IOT module (WiFi) in with USB interface 

⚫ IOT module communicates with server through WIFI  

Cyber Security 

Confirm that the Manufacturer or Installer of the CLS has provided a statement describing how the CLS 

has been designed to comply with cyber security requirements, as detailed in section 4.7. 

We NINGBO AUSTA SOLAR TECH CO., LTD. declare that certified hybrid inverter AU7KESL-G3, 

AU7.6KESL-G3, AU8KESL-G3, AU10KESL-G3 and any associated equipment to be included in the 

certification are in compliance with Cyber security requirements in accordance with the standards: 

• ETSI EN 303 645; 

Please also refer to the provided documents NINGBO AUSTA Cyber Security Declaration_240202_V1.0 

Power Quality Requirements 

Where the CLS includes the power electronics that controls generation or loads (as opposed to the power 

electronics being included in Devices that are subject to their own power quality compliance 

requirements) please submit the harmonic and disturbance information here as required by EREC G5 and 

EREC P28. 
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NINGBO AUSTA SOLAR TECH CO., LTD. Hybrid Inverter used with Single-Phase Smart Meter fulfil the 

power quality test. Refer to G100/2:2022 and test report no. 6266862.50B.for detail. 

 

Fail Safe 

CLS internal failure: please submit here the description of the internal Fail Safe design and operation. 

Please also document how it has been demonstrated, including the non-volatile recording of times and 

numbers of state 2 operations, and confirm the overall response of the CLS to this internal failure. 

 

 

NINGBO AUSTA CLS was designed with a fail-safe mechanism according to G100 section 4.5. Therefore, 

the system design ensures that it will limit the imported/exported current at the site to the DNO’s agreed 

limit(s). 

All the components in the NINGBO AUSTA CLS system are either wired or wireless and are registered by 

the CLS. At the commissioning process the device is registered as a generation/non generation device. In 

the event of a detected failure the system will operate the Fail-safe mechanism by reducing the 

component generation to zero immediately according to the table above. 
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Communication and power supply failures between Components and Devices. Please document here 

compliance with EREC G100 section 5.5. 

 

For each test confirm that the CLS enters state 3 operation, and that on restoration of communication or 

power to the relevant Component or Device it is then possible to immediately reset the CLS into state 1 

operation. 

Component/Device 

number/description 

Communication failure test  Power supply failure test 

Hybrid inverter Inverter internal relay trip in ＜ 5s Inverter internal relay trip in ＜ 5s 

Smart Meter Inverter internal relay trip in ＜ 5s Inverter internal relay trip in ＜ 5s 

CT Inverter internal relay trip in ＜ 5s No power supply for CT 
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Operational Tests 

In accordance with EREC G100 section 5.6 undertake the tests A to D to confirm correct operation in state 

1 and state 2, that transition into state 3 occurs as required, and that behaviour in state 3 is also as 

required. 
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Test A (Setting MEL=MIL=43.5A, 0.95MEL=0.95MIL=41.3A) 

Nominal Export Limit (for type tests this will be at maximum, minimum and one 

intermediate setting) in Amp: 
EL= 43.5 Amps 

Nominal Import Limit (for type tests this will be at maximum, minimum and one 

intermediate setting) in Amp: 
IL= 43.5 Amps 

No 
Starting level

（A） 

Step value

（A） 

CLS registers 

change in 

level? 

CLS and/or 

Component 

and/or Device 

initiates 

correct 

response of ≥ 

5%? 

Duration of 

step in test 

Correct state 

1/ 

state 2 

operation 

1 41.527 45.771 yes yes 58s 
Yes, state 1-

>2->1 

2 41.494 47.921 yes yes 58s 
Yes, state 1-

>2->1 

3 41.488 52.234 yes yes 58s 
Yes, state 1-

>2->1 

4 41.504 45.776 yes yes 58s 
Yes, state 1-

>2->1 

5 41.537 47.944 yes yes 58s 
Yes, state 1-

>2->1 

6 41.511 52.308 yes yes 58s 
Yes, state 1-

>2->1 

    No.1                                                                          No.2 
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No.3                                                                          No.4 

 

No.5                                                                           No.6 
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Test B (Setting MEL=MIL=43.5A, 0.95MEL=0.95MIL=41.3A) 

Nominal Export Limit: 
EL= 43.5 

Amps 

Nominal Import Limit 
IL=43.5 

Amps 

No 
Starting level

（A） 

Step value

（A） 

CLS registers 

change in 

level? 

CLS and/or 

Component 

and/or Device 

initiates 

correct 

response of ≥ 

5%? 

Duration of 

step in test 

Correct state 

3 operation 

7 41.544 45.741 yes yes 62s Yes, state 1-

>2->3 

8 41.712 45.768 yes yes 62s Yes, state 1-

>2->3 

  No.7                                                                           No.8 
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State 3 Reset 

These tests are to demonstrate compliance with section EREC G100 4.5.2. 

Please document how the reset from state 3 to state 1 has been demonstrated. Please include how the 

reset is achieved.  

Please confirm that for CLSs to be installed in Domestic installations three (3) resets causes lockout or 

that for non-domestic installations lockout can only be reset after four hours. Please explain how lockout is 

reset. 

1. After entering state 3, the system generates an alarm indicating that the power control of the grid-tied 

point is abnormal and the inverter enters the locked state. 

2. Users or installers troubleshoot the system. 

3. The installers performs reset settings through the app and starts unlocking and enters state 1. At this 

time, the system displays grid connected, indicating that the system has returned to normal operation 

mode state 1. 

4.For CLSs installed in Domestic Installations, 3 resets shall be allowed in any 30-day period. After a fault 

occurs, CLS enters state 3 and this state will be locked. After an electrician is sent to troubleshoot the 

problem, CLS can be restored to state 1 by set CLS reset button in Monitoring System. 

 

 

---End--- 
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